
5-050

Electrical connection (M8x1)

Signal PIN Cable

+ UB 1 brown

PNP 2/analogue 1 ... 5 V 2 white

0 V 3 blue

PNP 1 4 black

Connector, M8x1, Connector, M8x1, Mounting bracket including
straight 90° adaptor flange

0523449 0523446 0523426

(4-pin, 1,5 m cable) (4-pin, 1,5 m cable) (complete with fixing screws

0523447 0523448 and o-rings)

(4-pin, 5 m cable) (4-pin, 5 m cable)

ACCESSORIES

1
2

3
4

Repeatability:

± 0,2 % of measuring range

Degree of protection:

IP65 (conforming to DIN 40050)

Shock:

10 g, xyz

Vibration proof:

10 ... 55 Hz, 1,5 mm, xyz, 2 hours

Electrical connection:

M8 x 1 with 4-pin

Voltage supply:

UB = 10,8 ... 30 V d.c., max. 10% 

residual ripple within UB

Power consumption:

≤ 35 mA

Output signal:

Digital: UB minus 1,5 V, 

analogue: 1 ... 5 V

Contact rating:

Imax = 125 mA

Switching time:

< 2,5 ms

Output closing/release delay:

Programmable 0 ... 180 s

Electromagnetic compatibility:

Interference immunity 

conforming to EN 50081. part 1

Interference immunity 

conforming to EN 50082. part  2

MATERIALS
Housing: plastic ABS – PC 

Fluid ports: brass nickel plated

Space saving design

Easy programming of set points

Options with and without display

Special selectable functions

Optional analogue (1 ... 5V) and digital outputs,
as n.o. / n.c. programmable

Display can be rotated through 180°

Not for outdoor application

Pneumatic connection optional 
G1/8 male or M5 female 

TECHNICAL DATA
Medium:

For non aggressive gases and dry, 
non lubricated compressed air

Operation:

Pressure sensors are converting a fluidic signal
into digital output and a proportional analogue
voltage output signal

Ambient and fluid temperature:

0°C ... + 50°C

Display:

7 segments display, 3 digits

Switching pressure difference/hysteresis:
Programmable

Switching indication:

LED red

Linearity:

< 1% Full Scale (FS)

Electronic pressure switches
40D Pneumatic

-1 ... 10 bar

40D Pneumatic switch

MODELS Pressure range Over pressure* Display Output signal

0862440 – 1 ... 0 bar 5 bar no 1 x PNP / analogue 1 ... 5 V

0862441 – 1 ... 0 bar 5 bar yes 2 x PNP

0862442 0 ... 10 bar 12 bar yes 2 x PNP

All models not suitable for outdoor appliactions
* Over pressure, short-term pressure peaks should not to exceed this value during operation
Connector is not included.

www.norgren.com/info/en5-050

For further information
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Programming
normally open contact (N.O.)
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5-051

Functional diagram of switching outputs (example output 1)

Hysteresis mode

DIMENSIONS

Model 0862440 16
3

51

11

M
 8

x1

G
 1

/8

10 M
8

11 6,
5

7 8,5

2

16

M
 5

Model 0862441 & 0862442

Mounting bracket including adaptor flange, fixing screws and o-rings 
Model: 0523426

Mounting bracket Flange

10 bar

0 bar

0 bar

-1 bar

10 bar

0 bar

0 bar

-1 bar


