
5-052

Output signal:

4 ... 20 mA (2-pin technology)

Load resistance:

See diagram

Electrical connection:

Plug (DIN EN 175301-803, form A)

M 12 x 1 (IEC 947-5-2)

Polarity:

protected

Measure range:

See table overleaf

Linearity:

± 0,5% (depending on measure
range)

Hysteresis:

< ± 0,15% (depending on measure
range)

Temperature sensitivity:

Zero point < ± 0,3% Full Scale (FS) 
per 10° Kelvin

Range < ± 0,4% Full Scale (FS) 
per 10° Kelvin

Weight:

0,15 kg

MATERIALS
Housing: aluminium anodized

Sensor: silicon piezo-resistive  

(with passive side to fluid)

O-ring: NBR (flange version only)

Robust sensor for industrial applications

Linearity ± 0,5 %

For vacuum and pressure

High safety overpressure

Temperature compensated

2-pin technology (4 ... 20 mA)

Fluid connection with internal threaded 
or flange 

Not for outdoor application

TECHNICAL DATA
Medium:

Compressed air, filtered, lubricated 
or non-lubricated

Mounting position:

Optional

Temperature:

Fluid Ambient

-10 ... +85°C -10 ... +85°C

Please contact our technical service for use below -2°C

Interference ermission:

EN 50081-1

Interference immunity:

EN 50082-2

Degree of protection (conforming to DIN
40050):

IP 65 (with mounted connector)

Supply voltage:

10 ... 32 V d.c.

Residual ripple (max.):

10% (within supply voltage at 10 ... 32 V)

Electronic pressure sensors
18S Pneumatic

-1 ... 25 bar

P
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18S Pneumatic with DIN plug connection (conforming to DIN EN 175301-803 form A)

All models not suitable for outdoor appliactions
* Over pressure, short-term pressure peaks should not to exceed this value during operation
Connector is not included.

18S Pneumatic with M12 x 1 electrical connection

All models not suitable for outdoor appliactions
* Over pressure, short-term pressure peaks should not to exceed this value during operation
Connector is not included.

-1 ... +1 10 G 1/4 4 ... 20 1 0862081

-1 ... +1 10 Flange 4 ... 20 2 0862085

0 ... 10 30 G 1/4 4 ... 20 1 0862181

0 ... 10 30 Flange 4 ... 20 2 0862185

0 ... 25 40 G 1/4 4 ... 20 1 0862381

0 ... 25 40 Flange 4 ... 20 2 0862385

Sensor range Over pressure* Port size Output signal Dimensions MODELS
(relative pressure)
bar bar no.

Sensor range Over pressure* Port size Output signal Dimensions MODELS
(relative pressure)
bar bar no.

-1 ... +1 10 G 1/4 4 ... 20 3 0862082

-1 ... +1 10 Flange 4 ... 20 4 0862086

0 ... 10 30 G 1/4 4 ... 20 3 0862182

0 ... 10 30 Flange 4 ... 20 4 0862186

0 ... 25 40 G 1/4 4 ... 20 3 0862382

0 ... 25 40 Flange 4 ... 20 4 0862386

www.norgren.com/info/en5-052

For further information



5-053

ACCESSORIES
Pressure port Surge Connector M 12 x 1 Connector M 12 x 1 Connector M 12 x 1 Connector M 12 x 1
reducing nipple damper 90° 90° straight straight

0574767 (brass) 0574773 (brass) 0523058 (2 m cable, 4-pin) 0523056 (90° without cable) 0523057 (2 m cable, 4-pin) 0523055 (without cable)

0550083 (stainless steel) 0553258 (stainless steel) 0523053 (5 m cable, 4-pin) 0523052 (5 m cable, 4-pin)
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Electrical diagram Characteristic load curve

Max. load RL = (Ω)
UB – 10 V

0,02 A

UB Pin 1 Pin 1

Output Pin 2 Pin 4 

Plug connection
DIN EN 175301-803

Connector
M12x1

3 Load

DIMENSIONS
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3 O-ring 5 x 1,5

ACCESSORIES
Pressure port/reducing nipple

Material: brass

Model: 0574767
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22 Surge damper

Material: brass

Model: 0574773
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