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For further information

Ported lubricators up to G2 port size

Oil-fog lubricators for heavy
duty lubrication 

TECHNICAL DATA
Medium:

Compressed air only

Maximum inlet pressure: 

10 bar (10-826) 

Start point:

140 dm3/s
Minimum flow required for lubricator operation
at 6,3 bar inlet pressure

Ambient temperature:

-20°C ... +80°C
Consult our Technical Service for use below +2°C

MATERIALS
Bowl: aluminium alloy

(0,5 ltr or 1 ltr), steel reservoirs (8 ltr)

Body: aluminium alloy

Elastomers: neoprene & nitrile

Sight feed dome: transparent nylon

ALTERNATIVE MODELS
High capacity reservoirs

Contact our Technical Service for details 

MAINLINE LUBRICATORS  
10-826 - G2 

DIMENSIONS FLOW CHARACTERISTICS
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#Typical flow with 6,3 bar inlet pressure and 0,5 bar pressure drop.

* Models listed in the order table must not be located downstream of frequently cycling directional control valves. Order the optional

bi-directional oil-fog lubricator for use under such conditions.
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Port size: 2”

Series A B C F Ø G

10-826-997 387 90 121 133 -

10-826-999 516 146 121 133 216

MODELS SERVICE KIT

Port
Size

Flow 
(dm3/s) #

Drain Bowl
capacity
(litre)

kg

G2 675 Metal 1 l 4,60 10-826-997 10-026-100

G2 675 Metal 8 l 15,00 10-826-999 10-026-100
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