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For further information

G 1/4 0,06...2 11400-2G/PC100 18-013-013 11400-100

G 1/4 0,06...4 11400-2G/PE100 18-013-013 11400-100

G 1/4 0,16...7 11400-2G/PG100 18-013-013 11400-100

G 1/4 7...20 20AL-X2G/PK100 18-013-014 11400-100

* For setting of remotely positioned regulator

Can be installed at any point 
in the compressed air system
without regard to accessibility –
pilot regulator can be installed
in the most convenient location

Accurate pressure regulation
over a wide range of flows

Conventional and feedback
versions available

Feedback pilot regulator senses
downstream pressure and
automatically adjusts pilot
operated regulator outlet
pressure

TECHNICAL DATA
Medium:

Compressed air only

Maximum inlet pressure:

20 bar (11-204) 

25 bar (11400) 

Ambient temperature:

-20°C ... +80°C
Consult our Technical Service for use below +2°C

Gauge ports:

G1/8 (11400)

MATERIALS
11400

Body & bonnet: zinc alloy

Adjusting knob: acetal resin

Elastomers: nitrile

11-204

Body & bonnet: zinc alloy

Adjusting knob: acetal resin

Elastomers: synthetic rubber

MODELS ACCESSORIES SERVICE KIT

Port 
size

Range
(bar)

Gauge *

CONVENTIONAL PILOT REGULATORS

PILOT PRESSURE REGULATORS
For use with pilot operated regulators and relief valves

11400/11-204/20A  - G1/4

G 1/4 0,16 ... 7 11-204-004 18-001-005 18-013-013 11-204-100

G 1/4 4 ... 16 11-204-006 18-001-005 18-013-014 11-204-100

* For setting of remotely positioned regulator

MODELS ACCESSORIES SERVICE KIT

Port 
size

Range
(bar)

Wall
mounting
bracket

Gauge *

FEEDBACK PILOT REGULATORS

11-400/11-204



6-121

DIMENSIONS

Feedback pilot regulators give more sensitive control and quicker reaction to downstream pressure changes.

Feedback 'sensing' line to be kept to miniumum length (<200mm).
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Weight: 1,00 kg (11400)
1,05kg (20AL-X)

*Deduct 20 mm for 20AL-X Series

Feedback
pilot regulator

Conventional pilot Feedback pilot
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Bracket mounting (11400), (20AL-X) Panel mounting (11400), (20AL-X)
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FLOW CHARACTERISTICS

Inlet pressure (7 bar)
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