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For further information

3-274

For air

Pneumatically actuated

Diaphragm valves

High flow rate

Functional compact design

One-piece diaphragm for longer life

BUSCHJOST 82900 SERIES
2/2 - way valves DN 20 ... DN 65

TECHNICAL DATA
Control via separate pilot valve or
control unit

Switching function:

Normally closed

Flow direction:

Determined

Internal thread:

G 3/4 ... G2 1/2 or 3/4 NPT ... 2 1/2 NPT

Operating pressure:

0,4 ... 8 bar

Temperature:

Fluid: –40°C ... max. +85°C

Ambient: –20°C ... max. +85°C

Mounting position:

As required

Pilot connection:

G1/8 or 1/8 NPT, respectively

MATERIALS
Body: Aluminium

Seat seal: TPE

Symbol DN
mm

kv-value
m3/h

MODELS TPE

00

ECO/FPM *

60

a

P

Z

A
b

a b

G3/4 20 18 82903XX.0000.00000 0,4 - 8 0,4 - 8

G1 25 22 82904XX.0000.00000 0,4 - 8 0,4 - 8

G1 1/2 40 59 82906XX.0000.00000 0,4 - 8 0,4 - 8

G2 50 80 82907XX.0000.00000 0,4 - 8 –

G2 1/2 65 93 82908XX.0000.00000 0,4 - 8 –

Operating pressure bar

* Process gas temperature: –10°C ... +140°C
* Ambient temperature: –10°C ... +85°C
* Backflushing gas temperature: –10°C ... +85°C

Port
size



3-275

8290300 (only diaphragm) 1261253

8290400 (only diaphragm) 1261253

8290600 (both diaphragm + silencer) 1261402

8290700 (both diaphragm + silencer) 1268274

8290800 (both diaphragm + silencer) 1268274

Service kits

For valves with MODELS
seal TPE

Further options (valves)
XXXXX90.XXXX Single-level; up to 4,5 bar (DN 40 only)

Further options on request

DIMENSIONS

101 Valve body

102 Valve cover

*103 Diaphragm

104 Allen head screw

*105 Diaphragm

106 Valve cover

*107 Silencer

108 Silencer housing

109 Allen head screw

Index Description

* A service kit consists of these individual parts
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G1 1/2 - G2 1/2

G3/4 61,5 39 95 50

G1 61,5 39 95 50

G1 1/2 122 91 135 70

G2 145 104 170 95

G2 1/2 160 115 170 95

Port H H1 L L1
mm mm mm mm
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