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For further information

Direct ported filters with high
water removal efficiency

Automatic drains supplied as
standard

Manual drain available

High flow with minimal pressure
drop

TECHNICAL DATA
Medium:

Compressed air only

Maximum inlet pressure: 

17 bar

Ambient temperature:

-20°C ... +80°C metal bowls
Consult our Technical Service for use below +2°C

MATERIALS
F17

Bowl & body: aluminium

Elastomers: neoprene & nitrile

Filter element: sintered plastic

F18

Bowl & body: aluminium

Elastomers: neoprene & nitrile

Filter element: sintered bronze

ALTERNATIVE MODELS
25 μm filter elements
Consult our Technical Service for details

MAINLINE GENERAL PURPOSE FILTERS
F17, F18 - G3/4 ... G2

F18

F17

Models listed include ISO G threads and 40 μm element
# Maximum flow with 6,3 bar inlet pressure and pressure drop of 0,5 bar
** Service kit includes 40 μm element
For G3/8 and G1/2 use Excelon or Olympian plus

G3/4 183 Auto Metal 1,74 F17-600-A3HD F17-100A 5576-99

G3/4 183 Manual Metal 1,76 F17-600-M3HD F17-100M 5576-99

G1 236 Auto Metal 1,74 F17-800-A3HD F17-100A 5576-99

G1 236 Manual Metal 1,76 F17-800-M3HD F17-100M 5576-99

MODELS SERVICE KIT Element

Port
Size

Flow 
(dm3/s) #

Drain Bowl kg

MODELS SERVICE KIT Element

Port
Size

Flow 
(dm3/s) #

Drain Bowl kg

F17 

Models listed include ISO G threads and 40 μm element
# Maximum flow with 6,3 bar inlet pressure and pressure drop of 0,5 bar
** Service kit includes 40 μm element
For G3/8 and G1/2 use Excelon or Olympian plus

G1 1/2 765 Auto Metal 7,11 F18-B00-A3DD F18-100A 5882-98

G1 1/2 765 Manual Metal 7,11 F18-B00-M3DD F18-100M 5882-98

G2 765 Auto Metal 7,35 F18-C00-A3DD F18-100A 5882-98

G2 765 Manual Metal 7,35 F18-C00-M3DD F18-100M 5882-98

F18 
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* Minimum clearance required to remove bowl.

Automatic drain

F17 G3/4, G1 Auto 288 424 32 121 110 1,93

Manual 236 372 32 121 110 1,88

F18 G1 1/2, G2 Auto 431 584 47 209 207 6,76
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F18

Part number: 6212-50

FLOW CHARACTERISTICS
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Port size: 2”

40 μm element

Port size: 1”

40 μm element

1/4 Gauge
Port (2)

Optional
service
indicator
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