
PORTED STAINLESS STEEL EQUIPMENT
Filters, pressure regulators, lubricators

F22, R22, L22 - 1/2” PTF

F22 R22 L22

1/2 PTF 50 Relieving R22-401-RNMA 18-001-959 18-013-909 18-001-962 R22-KITR

1/2 PTF 50 Non-relieving R22-401-NNMA 18-001-959 18-013-909 18-001-962

* Typical flow with 10 bar inlet pressure, 6,3  bar set pressure and 1 bar drop from set **Not to NACE standard

1/2 PTF 57 F22-400-A7DA F22-400-M7DA 18-001-962 F22-KITA25 F22-KITM25

* Typical flow with 10 bar inlet pressure, 6,3 bar pressure and 0,5 bar  pressure drop 
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F22 - FILTERS

MODELS ACCESSORIES SERVICE KIT

Port
size

Flow*

(dm3/s)

Operation Auto
drain

Neck
mounting
bracket

Gauge**
0 … 10 bar

Wall
mounting
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R22 - PRESSURE REGULATORS

MODELS ACCESSORIES SERVICE KIT

Port
size

Flow*

(dm3/s)

Auto
drain

Wall mounting bracket

L22 - LUBRICATORS

1/2 PTF 48 L22-400-OP8A 18-001-962 L22-KIT

* Typical flow with 6,3 bar inlet pressure and 0,5 bar pressure drop

Materials meet NACE*
recommendations (MR-0175,
2002 revision)

25 μm filter element and auto
drain as standard

Orientable metal bowls with
sightglasses
* National Association of Corrosion Engineers
– recognised oil-field recommendation for
resistance to sulphide stress cracking common
in well-head and other corrosive environments

TECHNICAL DATA

Medium:

Compressed air only

Maximum inlet pressure: 

17 bar (F22, L22)

20 bar (R22)

Gauge ports: 

1/4 PTF (R22)

Pressure range: 

R22:0,4...10 bar

Operation:

R22: see table below

L22: Oil-fog

Start point:

L22: 1,7 dm3/sat 6,3 bar

Ambient temperature:

-20°C ... +80°C

Consult our Technical Service for use below +2°C

MATERIALS
Bowl, bonnet & adjusting screw:
stainless steel

Elastomers: synthetic rubber

Filter element: sintered stainless
steel, polyethylene (option of
stainless steel)

www.norgren.com/info/en6-134

For further information

6-134



F22

R22

L22

Weight: 1,88 kg

*Auto **Manual

# Minimum clearance required to remove bowl from body

Weight:
1,54 kg

Weight: 1,93 kg

Bracket mounting (F22)

Bracket mounting (L22)

Bracket mounting (R22)

FLOW CHARACTERISTICS
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DIMENSIONS

Element 25 μm
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