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For further information

The addition of a pressure switch and end connector allows a low pressure

warning signal to be given to an external electrical circuit.

FFR model shown (64 Series only).

G1/4 7 3,20 1 5 FFB64-208 FFB64-228 FFR64-208 FFR64-228 74504-50 T40B1800 T64T-2GB-P1N 

G3/8 11 3,57 2 5 FFB64-308 FFB64-328 FFR64-308 FFR64-328 74504-50 T40B1800 T64T-3GB-P1N

G1/2 35 7,45 3 25 FFB68-408 FFB68-428 FFR68-408 FFR68-428 18-001-979 T40B1800 T68H-4GB-B2N

G3/4 60 7,65 4/5 25 FFB68-608 FFB68-628 FFR68-608 FFR68-628 18-001-979 T40B1800 T68H-6GB-B2N

For service kit numbers refer to individual units *Threaded exhaust port.

Pre-assembled combinations
include a general purpose pre-
filter and ‘Ultraire®’ oil/oil vapour
removal filter

Activated carbon pack assists in
the removal of hydro-carbon
gases and odours

Pre filter extends life of oil
removal filter

High quality breathing air for the
supply of up to 5 masks

TECHNICAL DATA
Medium:

Compressed air only

Maximum inlet pressure: 

17 bar
Note: These units will not remove carbon monoxide,
carbon dioxide or other toxic gases or fumes

Remaining oil content:

0.003 mg/m3 (at 21°C)

Particicle removal: 

To 0.01 μm

Ambient temperature:

-20°C ... +65°C
Consult our Technical Service for use below +2°C

MATERIALS
FFB64

Bowls: aluminium & zinc

Body & yoke: zinc alloy

Pre-filter element: sintered bronze
or plastic

Main filter element & activated
carbon pack: composite materials

FFB68

Bowls & body: aluminium

Yoke: aluminium

Elastomers: synthetic rubber

Pre-filter element: sintered plastic

Main filter element & activated
carbon pack: composite materials

OLYMPIAN PLUS PLUG-IN SYSTEM
Breathing air sets

FFB64, FFB68 - G1/4 ... G3/4

MODELS ACCESSORIES
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DIMENSIONS

4 & 5 Mask models

Bracket mounting

1 & 2 Mask models 3, 4 & 5 Mask models

Auto drain* 1 mask model
** 2 mask model

* Minimum clearance to remove bowl
Weight: 6,56 kg

* Minimum clearance to remove bowl
Weight: 7,19 kg

1 & 2 Mask models 3 Mask models

Auto drain

Auto drain
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