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For further information

1-293

M/49000/BS, ...LS M/49100/BS, ...LS M/49200/BS, ...LS

Ø 32 ... 63 mm Ø 25... 63 mm Ø 25... 63 mm

Ø mm M/49800/P/BS .../BD M/48200/H .../I M/48800/P M/46800/PM Size LAE4/LAE8 LAP4/LAP8

DIRECT MOUNTED

INDUCTIVE PROXIMITY SWITCHES

SPC/008001/2 10 ... 30 200 mA -30 ... +70 • Normally open 2 m - PVC 3 x 0,14

SPC/008002/2 . 10 ... 30 200 mA -30 ... +70 • Normally closed 2 m - PVC 3 x 0,14

For Cylinder series M/49000/BS, ...LS – M/49100/BS, ...LS – M/49200/BS, ...LS

M/P70104/5 10 ... 30 200 mA -25 ... +70 • Normally closed 2 m - PVC 3 x 0,14

M/P70104/6 . 10 ... 30 200 mA -25 ... +70 • Normally open 2 m - PVC 3 x 0,14

For Cylinder series M/49800/P/BS .../BD – M/48800/P – M/46800/PM

M/P70104/10 10 ... 30 150 mA -25 ... +70 • Normally open - M8 x 1 -

M/P70104/11 . 10 ... 30 150 mA -25 ... +70 • Normally closed - M8 x 1 -

For Cylinder series M/49800/P/BS .../BD – M/48800/P – M/46800/PM

M/P70104/12 10 ... 30 150 mA -25 ... +70 • Normally open - M8 x 1 -

M/P70104/13 . 10 ... 30 150 mA -30 ... +70 • Normally closed - M8 x 1 -

For Cylinder series M/48200/H .../I

4314817 10 ... 30 400 mA -25 ... +70 • Normally open - M12 x 1 -

4314828 . 10 ... 30 400 mA -30 ... +70 • Normally closed - M12 x 1 -

For Cylinder series LAE4/LAE8 – LAP4/LAP8

MODELS Voltage
V d.c.

Current
max.

Temperature
°C

LED Output Cable
length

Plug Cable type

For information on sensors (technical data, cable material, dimensions, etc.) please consult our Technical Service

BRACKET MOUNTED SWITCHES

16 QM/46816/22/64 – QM/46816/22/64 QM/46816/22/64

25 QM/46816/22/64 QM/48225/22/64 QM/46816/22/64 QM/46816/22/64

40 QM/46816/22/64 QM/48225/22/64 QM/46816/22/64 QM/46816/22/64

50 QM/46816/22/64 – – –

63 QM/46816/22/64 QM/48225/22/64 QM/46816/22/64 QM/46816/22/64

4 11 195 72 11 195 72

8 11 195 72 11 195 72


