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1-168

High quality sliding bearings
ensure long durable life and high
guidance performance

Double piston rod provides high
bending and torsional rigidity

Magnetic piston as standard

Easy to install-reduces costly
design time

TECHNICAL DATA
Medium:

Compressed air, filtered,
lubricated or non-lubricated

Operation:

Double acting with magnetic
piston and buffer cushioning

Operating pressure:

1 ... 8 bar

Operating temperature:

+80°C max.
Consult our Technical Service for use below +2°C

MATERIALS
Piston rod: hard chromed steel

Body & end covers: anodized
aluminium

Seals: nitrile rubber

M/60100/M Slide units
Double acting - Ø 10 ... 40 mm

STANDARD MODELS

MODELS ACCESSORIES

Ø Port
size

Reed switch
with integral 
5m cable

Switch
mounting

Banjo flow
control

Straight 
fitting

Elbow
fitting

Service
kit

Tube diameter in bold

10 M5 M/60111/M/* M/50/LSU/5V M/P72487 C0K510405 C02250405 C02470405 QM/60111/M/00

16 M5 M/60116/M/* M/50/LSU/5V M/P72487 C0K510405 C02250405 C02470405 QM/60116/M/00

25 M5 M/60125/M/* M/50/LSU/5V M/P72487 C0K510405 C02250405 C02470405 QM/60125/M/00

32 G1/8 M/60132/M/* M/50/LSU/5V M/P72487 C0K510618 C02250618 C02470618 QM/60132/M/00

40 G1/8 M/60140/M/* M/50/LSU/5V M/P72487 C0K510618 C02250618 C02470618 QM/60140/M/00

* Insert stroke length in mm For information on additional magnetic switches see page 1-290

10 • • •
16 • • • • •
25 • • • • • •
32 • • • • • •
40 • • • • •

Other stroke lengths are not available

Ø 25 50 75 100 125 150 175 200

Standard strokes
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FORCES, AIR CONSUPTION AND WEIGHTS

Weights (kg)
MODELS

25 50 75 100 125 150 175 200 225

M/60111/M 60 0,040 0,39 0,40 0,41 0,42 – – – – –

M/60116/M 147 0,172 0,77 0,80 1,08 1,11 1,39 1,42 – – –

M/60125/M 348 0,406 – 1,96 2,00 2,46 2,50 2,96 3,00 – –

M/60132/M 588 0,686 – – 3,74 3,80 4,51 4,57 5,28 5,34 –

M/60140/M 918 1,072 – – – 6,70 6,80 7,84 7,93 8,97 9,10

INTERMEDIATE STROKE LENGTH SCREW

MODELS Control range (mm)
5 10 15 20 25

M/60111/M M/P70870/1 M/P70870/2 M/P70870/3 M/P70870/4 M/P70870/5

M/60116/M M/P70870/1 M/P70870/2 M/P70870/3 M/P70870/4 M/P70870/5

M/60125/M M/P70870/1 M/P70870/2 M/P70870/3 M/P70870/4 M/P70870/5

M/60132/M M/P70870/6 M/P70870/7 M/P70870/8 M/P70870/9 M/P70870/10

M/60140/M M/P70870/6 M/P70870/7 M/P70870/8 M/P70870/9 M/P70870/10
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PERMISSIBLE CUSHION LOADS

Application: slide mounting Application: end mounting

M/60111/M M/60116/M M/60125/M

M/60132/M M/60140/M

6

5

4

3

2

1 Buffer

Shock absorber MC75M-3-NB

Shock absorber MC150MH2

Shock absorber MC150MH

Shock absorber MC225MH2

Shock absorber MC225MH

Theoretical forces (N)
at 6 bar

Air consumption (l/cm)
per stroke at 6 bar
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MAX. LOAD
(with constant bearing load)

DEFLECTION 
(with maximum load)

Stroke Stroke
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M/60111/M – Slide units

Strokes (mm)
25 50 75 100

BJ 30 30 55 55

BR 100 100 150 150

BS 161 186 261 286

7

6

5

4

3

2

1 6 deep

5,5 deep

10 deep

2 deep

3 mm control range both ends

Stop screw

Port size (EE = M5)

M/60100/M Slide units
Double acting - Ø 10 ... 40 mm
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Slide units – M/60116/M ... M/60140/M

MODELS AB AC AD AE AF Ø AG Ø AH AJ AL AN AP AR AS AT AU AX BA

M/60116/M 37 40 M5 x 8 deep M5 x 7 deep 20,5 4,2 8 10 6 20 6,5 5 16 30 15 30 20

M/60125/M 46 60 M6 x 12 deep M6 x 8 deep 22,5 5,3 10 12 9,5 24 7,5 6 21,5 40 20,5 40 30

M/60132/M 55 80 M8 x 16 deep M8 x 10 deep 33 6,8 12 15 12,5 30 10 7 27,5 50 26,5 50 36

M/60140/M 68,5 100 M10 x 18 deep M10 x 12 deep 36 8,5 15 20 14,5 36 11 9 32,5 60 31,5 60 40

MODELS BB BC BD BE Ø BF BG BH BJ BK Ø BL BN BP BT BU BX BZ EE EE1

M/60116/M M5 8 H7 3 16 3,2 40 59 27,5 8 10 20 54 25 36 64 66 M 5 M 5

M/60125/M M5 8 H7 3 30 5,3 59 82 35 10 16 22 76 35 48 90 92 M 5 M 5

M/60132/M M6 12 +0,12 5 36 6,4 82 104 43 11 20 28 102 46 62 116 118 G 1/8 M 5

M/60140/M M8 12 +0,12 5 40 8,4 104 128 54,5 15 25 31 126 57 74,5 144 146 G 1/8 G 1/8

Strokes (mm)
MODELS 25 50 75 100 125 150 175 200 225

M/60116/M BR 113,5 113,5 163,5 163,5 213,5 213,5 – – –

BS 179 204 279 304 379 404 – – –

M/60125/M BR – 152 152 202 202 252 252 – –

BS – 246 271 346 371 446 471 – –

M/60132/M BR – – 190 190 240 240 290 290 –

BS – – 321 346 421 446 521 546 –

M/60140/M BR – – – 236,5 236,5 286,5 286,5 336,5 336,5

BS – – – 398 423 498 523 598 623

7

6

5 5 mm control range both ends

Stop screw

Port size


