
6-112 www.norgren.com/info/en6-112

For further information

Exceptionally high flow and
relief flow characteristics

Easy to adjust even at high
output pressures

Balanced valve minimises effect
of variations in inlet pressure on
outlet pressure

Relieving feature allows outlet
pressure reduction even when
the system is dead ended

Full flow gauge ports

Panel mounting facility

Pilot operated version available

TECHNICAL DATA
Medium:

Compressed air

Maximum inlet pressure: 

20 bar *

* Additional inlet pressure options available

Gauge ports:

G1/4 with 1/4 main ports

G3/8 with 3/8 main ports

G1/2 with all others ports

Pressure range :

0,3 ... 17 bar

Ambient temperature:
0°C ... +80°C  
Consult our Technical Service for use below +2°C

MATERIALS
Body & bonnet: zinc alloy

Bottom plug & adjusting knob

(manual): acetal resin

Main valve: brass/synthetic
rubber

Elastomers: synthetic rubber

HIGH FLOW PRESSURE REGULATORS
R24 - G1/4 ... G1 1/4 

G1/4 R24-200-RNLG 18-999-412 18-013-013 150232818 5292-52

G3/8 R24-300-RNLG 18-999-412 18-013-013 150233818 5292-52

G1/2 R24-400-RNLG 18-999-412 18-013-013 150234818 5292-52

G3/4 R24-600-RNLG 18-999-412 18-013-013 150234818 5292-53

G1 R24-800-RNLG 18-999-412 18-013-013 150234818 5292-53

G1 1/4 R24-A00-RNLG 18-999-412 18-013-013 150234818 5292-53

**Reducer to fit gauge into R1/8 gauge port

MODELS ACCESSORIES SERVICE KIT

Port
size

Neck
mounting
bracket

Gauge
0 … 10 bar

Concentric
reducing adaptor for
gauge ports**

OPTIONS SELECTOR R24-˙0˙-R˙˙˙

Threads Substitute

PTF A

ISO Rc taper B

ISO G parallel G

Port size Substitute

1/4 2

3/8 3

1/2 4

3/4 6

1 8

1 1/4 A

Type Substitute

Manual operated 0

Pilot operated 1

Gauge Substitute

With G

Without N

Spring Substitute

None X*

0,3 ... 2 bar C

0,3 ... 4 bar F

0,7 ... 8 bar L

0,7 ... 17 bar S

*Pilot operated version

R24



6-113

DIMENSIONS
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R24 (G1/4 ... G1/2) Manually operated R24 (G3/4 ... G1 1/4) Manually operated
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R24 (G1/4 ... G1/2) Pilot operated R24 (G3/4 ... G1 1/4) Pilot operated

Gauge ports:
G1/4 (Units with G1/4 main ports)

G3/8 (Units with G3/8 main ports)

G1/2 (Units with G1/2 main ports)

Rc1/2 (Units with G3/4 ... G11/4
main ports)

Pilot port: G1/4
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Bracket mounting G3/4, G1, G1 1/4

Panel mounting hole diameter: 32 mm

Panel thickness: 0 ... 3 mm
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Port size: G1/2

Air flow
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Pilot-operated 
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Port size: G1
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Pilot-operated 

Inlet pressure (10 bar)

Inlet pressure (10 bar)

Inlet pressure (10 bar)

Inlet pressure (10 bar)
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Air flow

Air flow

Air flow

Port size: G1/2

Port size: G1

Manual-operated

Manual-operated

Bracket mounting G1/4, G3/8, G1/2

FLOW CHARACTERISTICS
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