
7-087

WELD SPATTER RESISTANT TUBING
Ø 4 to 14 mm

Design for applications within
welding environment

Halogen free, self erasing and
flame retardant special tubing
out of Polyurethane conforming
UL94 V2 to V0

Suitable for the use with Norgren
Pneufit 10 series push-in fittings

Small bending radius, high
flexibility

Extended range of applications
due to high chemical durability

Free of paint sticking hindering
material (like Silicon)

Suitable for drag chain applications

Working Factor 
temperature

+30°C 0,75

+40°C 0,67

+50°C 0,58

+60°C 0,54

+70°C 0,52

+80°C 0,50 

Temperature conversion factor

Outer Ø Wall thickness Inner Ø Operating pressure at Burst pressure at 23°C Min. bend radius
(mm) (mm) (mm) 23°C max.* (bar) (bar) (mm)
4 ± 0,1 1 ± 0,1 2 25 75 5

6 ± 0,15 1,5 ± 0,15 3 25 75 7

8 ± 0,15 2 ± 0,15 4 25 75 10

10 ± 0,15 2 ± 0,15 6 15 50 15

12 ± 0,15 2 ± 0,15 8 12 40 20

14 ± 0,15 2 ± 0,15 10 12 40 30 

General information

* Multily by factors in table below for use at higher temperatures.

TECHNICAL DATA
Medium:

Compressed air, water

Operating pressure:

See following page, suitable for
vacuum 

Operating temperature:

-20°C to 80°C max. 

Colours available:

Black, blue, red, green

Standard lenght:

50 m

MATERIALS
Polyurethane

Outer Ø MODELS
(mm) Tube colour: Black Tube colour: Blue Tube colour: Red Tube colour: Green

4 NORWELD0704050 NORWELD0504050 NORWELD0104050 NORWELD0204050

6 NORWELD0706050 NORWELD0506050 NORWELD0106050 NORWELD0206050

8 NORWELD0708050 NORWELD0508050 NORWELD0108050 NORWELD0208050

10 NORWELD0710050 NORWELD0510050 NORWELD0110050 NORWELD0210050

12 NORWELD0712050 NORWELD0512050 NORWELD0112050 NORWELD0212050

14 NORWELD0714050 NORWELD0514050 NORWELD0114050 NORWELD0214050

Ordering information

www.norgren.com/info/en7-087

For further information




