
Ideale pentru aplica¿ii în care
spa¿iul de lucru este restric¿ionat
Deplasare precisæ ¥i linæ
Fiabilitate ridicatæ
Greutate redusæ
Dimensiune compactæ
Magne¿i integra¿i care asiguræ
feedback-ul pozi¿ional

Date tehnice
Mediu:
Aer comprimat, filtrat, lubrifiat sau
nelubrifiat
Presiune de lucru:
M/160364/M/12: 2 la 7 bar
M/160365/M/12: 1,5 la 7 bar
Temperaturæ de lucru:
0°C la +60°C
Consulta¿i Serviciul nostru Tehnic pentru utilizare
sub +2°C

Montaj:
Gæuri de montaj prevæzute pe cele
trei fe¿e
Repetabilitatea strøngerii:
± 0,07 mm
Precizie la centru:
± 0,1 mm

Graifære paralele cu profil îngust
M/160360/M/12
Dublæ ac¿iune
Piston magnetic
Ø 8 la 12 mm

8 M3 x 0,5 16,7 16,7 M/160364/M/12
12 M5 x 0,8 44 44 M/160365/M/12

For¿a efectivæ de strøngere (N) la 5 bar*
Deschidere

Ø Dimensiunea
conexiunii Ænchidere

Modele standard

* Punct de prindere L = 30 mm

Model

Comutatoare cu indicator LED
Cu cablu integral

2-fire semiconductoare 1 m M/344/EAU/1PV
2-fire semiconductoare 3 m M/344/EAU/3PV
2-fire semiconductoare 1 m M/344/EAU/1APV
2-fire semiconductoare 3 m M/344/EAU/3APV
3-fire semiconductoare 1 m M/344/EAN/1PV
3-fire semiconductoare 3 m M/344/EAN/3PV
3-fire semiconductoare 1 m M/344/EAN/1APV
3-fire semiconductoare 3 m M/344/EAN/3APV

Model Model

Pentru detalii vezi pagina 54.

Cablu la 90°

Tip Lungime cablu
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