
14  Track runner bearings

Designation system

Prefixes

R Support roller without an inner ring

Basic designation

3612.. R Single row cam roller with an NBR contact seal on both sides.
3057.. C Double row cam roller with a cylindrical (flat) outer ring running surface.
3058.. C Double row cam roller with a crowned outer ring running surface.
NA 22 Support roller without a flange ring, fitted with a needle roller and cage assembly. 
STO Support roller without a flange ring, fitted with a needle roller and cage assembly.
NATR Support roller with two pressed-on flange rings, fitted with a needle roller and cage assembly.
NATV Support roller with two pressed-on flange rings, fitted with a full complement of needle rollers.
NUTR Support roller based on a double row, full complement cylindrical roller bearing  

with two integral outer ring flanges and a loose flange ring on both sides of the inner ring.
NNTR Support roller based on a double row, full complement cylindrical roller bearing  

with three integral outer ring flanges and a loose flange ring on both sides of the inner ring.
PWTR Support roller based on a double row, full complement cylindrical roller bearing  

with three integral outer ring flanges and a loose flange ring on both sides of the inner ring.
KR Cam follower fitted with a needle roller and cage assembly.
KRE Cam follower fitted with a needle roller and cage assembly, with an eccentric collar pressed onto the stud.
KRV Cam follower fitted with a full complement of needle rollers.
KRVE Cam follower fitted with a full complement of needle rollers, with an eccentric collar pressed onto the stud.
NUKR Cam follower based on a double row, full complement cylindrical roller bearing with two integral outer ring flanges.
NUKRE Cam follower based on a double row, full complement cylindrical roller bearing with two integral outer ring flanges, 

with an eccentric collar pressed onto the stud.
PWKR Cam follower based on a double row, full complement cylindrical roller bearing with three integral outer ring flanges.
PWKRE Cam follower based on a double row, full complement cylindrical roller bearing with three integral outer ring flanges, 

with an eccentric collar pressed onto the stud.

Group 1 Group 2 Group 3
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Designation system

Group 3: Cage design

TN Glass fibre reinforced PA66 cage

Group 2: External design (seals, snap ring groove etc.)

.2RS NBR contact seal on both sides

.2ZL Lamellar seal on both sides
-2Z Shield on both sides
B KR design cam follower with a hexagonal recess on both ends of the stud.
PPA 1	 NATR or NATV design support roller with a PA66 axial sliding and  

sealing ring on both sides. Improved crowned profile of the outer ring  
running surface.

2	 KR design cam follower have the same features as listed above. Sizes 16 and 19 
have one slot in the head of the stud as standard. Sizes ≥ 22 have a hexagonal 
recess on both ends.

PPSKA KR design cam follower, sizes 16 and 19, with a PA66 axial sliding  
and sealing ring on both sides, improved crowned profile of the outer ring  
running surface and a hexagonal recess in the head of the stud,  
no relubrication facilities.

PPXA Cam followers with PPA features except for the outer ring running surface,  
which has a cylindrical profile.

Group 1: Internal design

A Improved crowned profile of the outer ring running surface (NUTR design  
support rollers or NUKR design cam followers).

X Cylindrical (flat) profile of the outer ring running surface.
XA Cylindrical (flat) profile of the outer ring running surface (NUKR .. A or NUKRE .. A 

design cam follower).

Suffixes

Group 1 Group 2 Group 3
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32 9 10 17 24,8 0,6 12 000 0,04 361200 R 32 4,68 2,04 0,085 3,45 5 13

35 10 12 18,4 27,4 0,6 11 000 0,051 361201 R 35 6,24 2,6 0,11 3,35 4,75 12

40 11 15 21,7 30,4 0,6 9 500 0,072 361202 R 40 7,02 3,2 0,137 5,1 7,35 13

47 12 17 24,5 35 0,6 8 500 0,11 361203 R 47 8,84 4,25 0,18 8,15 11,6 13

52 14 20 28,8 40,6 1 7 000 0,15 361204 R 52 11,4 5,5 0,232 7,5 10,6 13

62 15 25 34,3 46,3 1 6 300 0,24 361205 R 62 13 6,8 0,29 12,9 18,6 14

72 16 30 40,3 54,1 1 5 300 0,34 361206 R 72 17,4 9,5 0,4 14,6 20,8 14

80 17 35 46,9 62,7 1,1 4 500 0,42 361207 R 80 22,1 11,8 0,5 12,9 18,3 14

r1
r2

D1D

B

400

d d1

  
Dimensions Limiting 

speed
Mass Designation Outside 

diameter
Basic load ratings Fatigue load 

limit
Maximum radial loads Calculation factor

dynamic static dynamic static

D B d d1 D1 r1,2 D C C0 Pu Fr F0r f0
~ ~ min.

mm      r/min kg – mm kN  kN kN  –

14.1	 Single row cam rollers
D	32 – 80 mm
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32 9 10 17 24,8 0,6 12 000 0,04 361200 R 32 4,68 2,04 0,085 3,45 5 13

35 10 12 18,4 27,4 0,6 11 000 0,051 361201 R 35 6,24 2,6 0,11 3,35 4,75 12

40 11 15 21,7 30,4 0,6 9 500 0,072 361202 R 40 7,02 3,2 0,137 5,1 7,35 13

47 12 17 24,5 35 0,6 8 500 0,11 361203 R 47 8,84 4,25 0,18 8,15 11,6 13

52 14 20 28,8 40,6 1 7 000 0,15 361204 R 52 11,4 5,5 0,232 7,5 10,6 13

62 15 25 34,3 46,3 1 6 300 0,24 361205 R 62 13 6,8 0,29 12,9 18,6 14

72 16 30 40,3 54,1 1 5 300 0,34 361206 R 72 17,4 9,5 0,4 14,6 20,8 14

80 17 35 46,9 62,7 1,1 4 500 0,42 361207 R 80 22,1 11,8 0,5 12,9 18,3 14

14.1

  
Dimensions Limiting 

speed
Mass Designation Outside 

diameter
Basic load ratings Fatigue load 

limit
Maximum radial loads Calculation factor

dynamic static dynamic static

D B d d1 D1 r1,2 D C C0 Pu Fr F0r f0
~ ~ min.

mm      r/min kg – mm kN  kN kN  –
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32 14 10 15,8 25 0,6 16,5 11 000 0,062 305800 C-2Z – 32 7,61 4,3 0,183 4,4 6,3

35 15,9 12 17,2 27,7 0,6 19 9 500 0,078 305801 C-2Z 305701 C-2Z 35 10,1 5,6 0,24 3,8 5,4

40 15,9 15 20,2 30,7 0,6 21 9 000 0,1 305802 C-2Z 305702 C-2Z 40 11,2 6,8 0,285 5,85 8,5

47 17,5 17 23,3 35 0,6 23 8 000 0,16 305803 C-2Z 305703 C-2Z 47 14,3 8,8 0,365 9,3 13,4

52 20,6 20 27,7 40,9 1 28 7 000 0,22 305804 C-2Z 305704 C-2Z 52 19 12 0,51 8,3 12

62 20,6 25 32,7 45,9 1 30 6 000 0,32 305805 C-2Z 305705 C-2Z 62 20,8 14,3 0,6 15,3 21,6

72 23,8 30 38,7 55,2 1 36 5 000 0,49 305806 C-2Z 305706 C-2Z 72 28,6 20,4 0,865 17 24

80 27 35 45,4 63,9 1,1 42 4 300 0,65 305807 C-2Z 305707 C-2Z 80 37,7 28 1,18 15,6 22,4

	 3058.. C-2Z	 3057.. C-2Z

r1

r2

400

D1D d d1

a

B

r1
r2

  
Dimensions Limiting 

speed
Mass Designations Outside 

diameter
Basic load ratings Fatigue load 

limit
Maximum radial loads

Cam roller with dynamic static dynamic static
crowned runner 
surface

cylindrical runner 
surfaceD B d d1 D1 r1,2 D C C0 Pu Fr F0r

~ ~ min. a

mm       r/min kg –  mm kN  kN kN  

14.2	 Double row cam rollers
D	32 – 80 mm

1128



32 14 10 15,8 25 0,6 16,5 11 000 0,062 305800 C-2Z – 32 7,61 4,3 0,183 4,4 6,3

35 15,9 12 17,2 27,7 0,6 19 9 500 0,078 305801 C-2Z 305701 C-2Z 35 10,1 5,6 0,24 3,8 5,4

40 15,9 15 20,2 30,7 0,6 21 9 000 0,1 305802 C-2Z 305702 C-2Z 40 11,2 6,8 0,285 5,85 8,5

47 17,5 17 23,3 35 0,6 23 8 000 0,16 305803 C-2Z 305703 C-2Z 47 14,3 8,8 0,365 9,3 13,4

52 20,6 20 27,7 40,9 1 28 7 000 0,22 305804 C-2Z 305704 C-2Z 52 19 12 0,51 8,3 12

62 20,6 25 32,7 45,9 1 30 6 000 0,32 305805 C-2Z 305705 C-2Z 62 20,8 14,3 0,6 15,3 21,6

72 23,8 30 38,7 55,2 1 36 5 000 0,49 305806 C-2Z 305706 C-2Z 72 28,6 20,4 0,865 17 24

80 27 35 45,4 63,9 1,1 42 4 300 0,65 305807 C-2Z 305707 C-2Z 80 37,7 28 1,18 15,6 22,4

14.2

  
Dimensions Limiting 

speed
Mass Designations Outside 

diameter
Basic load ratings Fatigue load 

limit
Maximum radial loads

Cam roller with dynamic static dynamic static
crowned runner 
surface

cylindrical runner 
surfaceD B d d1 D1 r1,2 D C C0 Pu Fr F0r

~ ~ min. a

mm       r/min kg –  mm kN  kN kN  
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16 7,8 – 7 10 0,3 8 000 0,008 RSTO 5 TN RSTO 5 TN 2,51 2,5 0,27 3,55 5

19 9,8 – 10 13 0,3 7 000 0,012 RSTO 6 TN RSTO 6 TN 3,74 4,5 0,5 4,25 6,1
11,8 16 10 – 0,3 7 000 0,018 RNA 22/6.2RS RNA 22/6.2RS 4,02 3,65 0,425 2,55 3,6

24 9,8 – 12 15 0,3 7 000 0,021 RSTO 8 TN RSTO 8 TN 4,13 5,4 0,6 7,5 10,8
11,8 18 12 – 0,3 6 700 0,029 RNA 22/8.2RS RNA 22/8.2RS 4,68 4,55 0,54 5,3 7,5

30 11,8 – 14 20 0,3 6 000 0,042 RSTO 10 RSTO 10 8,25 8,8 1,04 8,5 12,2
13,8 20 14 – 0,6 6 300 0,052 RNA 2200.2RS RNA 2200.2RS 6,6 7,5 0,88 12 17,3

32 11,8 – 16 22 0,3 5 600 0,049 RSTO 12 RSTO 12 8,8 9,8 1,18 8,3 12
13,8 22 16 – 0,6 6 000 0,057 RNA 2201.2RS RNA 2201.2RS 7,04 8,5 1 11,6 16,6

35 11,8 – 20 26 0,3 5 000 0,05 RSTO 15 RSTO 15 9,13 10,6 1,27 7,1 10
13,8 26 20 – 0,6 5 000 0,06 RNA 2202.2RS RNA 2202.2RS 7,48 9,3 1,12 9,5 13,7

40 15,8 28 22 – 1 4 500 0,094 RNA 2203.2RS RNA 2203.2RS 9,52 13,2 1,6 15,3 22
15,8 – 22 29 0,3 4 500 0,088 RSTO 17 RSTO 17 14,2 17,6 2,08 12 17,3

47 15,8 – 25 32 0,3 4 000 0,13 RSTO 20 RSTO 20 16,1 21,2 2,5 18,6 26,5
17,8 33 25 – 1 4 000 0,15 RNA 2204.2RS RNA 2204.2RS 16,1 18 2,16 17,6 25,5

52 15,8 – 30 37 0,3 3 400 0,15 RSTO 25 RSTO 25 16,5 22,8 2,7 18 26
17,8 38 30 – 1 3 400 0,18 RNA 2205.2RS RNA 2205.2RS 16,8 20 2,4 17,3 24,5

62 19,8 43 35 – 1 2 800 0,28 RNA 2206.2RS RNA 2206.2RS 17,9 25,5 3,05 28,5 40,5
19,8 – 38 46 0,6 2 600 0,26 RSTO 30 RSTO 30 22,9 34,5 4,25 23,6 33,5

72 19,8 – 42 50 0,6 2 200 0,38 RSTO 35 RSTO 35 24,6 39 4,8 36 51
22,7 50 42 – 1,1 2 200 0,43 RNA 2207.2RS RNA 2207.2RS 22,4 35,5 4,3 38 54

80 19,8 – 50 58 1 1 900 0,42 RSTO 40 RSTO 40 23,8 39 4,75 34,5 49
22,7 57 48 – 1,1 1 900 0,53 RNA 2208.2RS RNA 2208.2RS 27,5 40,5 5 35,5 51

85 19,8 – 55 63 1 1 700 0,45 RSTO 45 RSTO 45 25,1 43 5,3 34,5 50

90 19,8 – 60 68 1 1 600 0,48 RSTO 50 RSTO 50 26 45,5 5,7 34,5 50

D1

C

FwED

r1

r2

	 RSTO	 RNA 22 ...2RS

  
Dimensions Limiting speed Mass Designation Designation Basic load ratings Fatigue load 

limit
Maximum radial loads

dynamic static dynamic static

D C D1 Fw E r1, 2 C C0 Pu Fr F0r
min

mm      r/min kg – – kN  kN kN  

14.3	 Support rollers without flange rings, without an inner ring
D	16 – 90 mm
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16 7,8 – 7 10 0,3 8 000 0,008 RSTO 5 TN RSTO 5 TN 2,51 2,5 0,27 3,55 5

19 9,8 – 10 13 0,3 7 000 0,012 RSTO 6 TN RSTO 6 TN 3,74 4,5 0,5 4,25 6,1
11,8 16 10 – 0,3 7 000 0,018 RNA 22/6.2RS RNA 22/6.2RS 4,02 3,65 0,425 2,55 3,6

24 9,8 – 12 15 0,3 7 000 0,021 RSTO 8 TN RSTO 8 TN 4,13 5,4 0,6 7,5 10,8
11,8 18 12 – 0,3 6 700 0,029 RNA 22/8.2RS RNA 22/8.2RS 4,68 4,55 0,54 5,3 7,5

30 11,8 – 14 20 0,3 6 000 0,042 RSTO 10 RSTO 10 8,25 8,8 1,04 8,5 12,2
13,8 20 14 – 0,6 6 300 0,052 RNA 2200.2RS RNA 2200.2RS 6,6 7,5 0,88 12 17,3

32 11,8 – 16 22 0,3 5 600 0,049 RSTO 12 RSTO 12 8,8 9,8 1,18 8,3 12
13,8 22 16 – 0,6 6 000 0,057 RNA 2201.2RS RNA 2201.2RS 7,04 8,5 1 11,6 16,6

35 11,8 – 20 26 0,3 5 000 0,05 RSTO 15 RSTO 15 9,13 10,6 1,27 7,1 10
13,8 26 20 – 0,6 5 000 0,06 RNA 2202.2RS RNA 2202.2RS 7,48 9,3 1,12 9,5 13,7

40 15,8 28 22 – 1 4 500 0,094 RNA 2203.2RS RNA 2203.2RS 9,52 13,2 1,6 15,3 22
15,8 – 22 29 0,3 4 500 0,088 RSTO 17 RSTO 17 14,2 17,6 2,08 12 17,3

47 15,8 – 25 32 0,3 4 000 0,13 RSTO 20 RSTO 20 16,1 21,2 2,5 18,6 26,5
17,8 33 25 – 1 4 000 0,15 RNA 2204.2RS RNA 2204.2RS 16,1 18 2,16 17,6 25,5

52 15,8 – 30 37 0,3 3 400 0,15 RSTO 25 RSTO 25 16,5 22,8 2,7 18 26
17,8 38 30 – 1 3 400 0,18 RNA 2205.2RS RNA 2205.2RS 16,8 20 2,4 17,3 24,5

62 19,8 43 35 – 1 2 800 0,28 RNA 2206.2RS RNA 2206.2RS 17,9 25,5 3,05 28,5 40,5
19,8 – 38 46 0,6 2 600 0,26 RSTO 30 RSTO 30 22,9 34,5 4,25 23,6 33,5

72 19,8 – 42 50 0,6 2 200 0,38 RSTO 35 RSTO 35 24,6 39 4,8 36 51
22,7 50 42 – 1,1 2 200 0,43 RNA 2207.2RS RNA 2207.2RS 22,4 35,5 4,3 38 54

80 19,8 – 50 58 1 1 900 0,42 RSTO 40 RSTO 40 23,8 39 4,75 34,5 49
22,7 57 48 – 1,1 1 900 0,53 RNA 2208.2RS RNA 2208.2RS 27,5 40,5 5 35,5 51

85 19,8 – 55 63 1 1 700 0,45 RSTO 45 RSTO 45 25,1 43 5,3 34,5 50

90 19,8 – 60 68 1 1 600 0,48 RSTO 50 RSTO 50 26 45,5 5,7 34,5 50

14.3

  
Dimensions Limiting speed Mass Designation Designation Basic load ratings Fatigue load 

limit
Maximum radial loads

dynamic static dynamic static

D C D1 Fw E r1, 2 C C0 Pu Fr F0r
min

mm      r/min kg – – kN  kN kN  
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19 6 9,8 10 – 10 13 0,3 0,3 7 000 0,017 STO 6 TN STO 6 TN 3,74 4,5 0,5 4,25 6,1
6 11,8 12 16 10 – 0,3 0,3 7 000 0,022 NA 22/6.2RS NA 22/6.2RS 4,02 3,65 0,425 2,55 3,6

24 8 9,8 10 – 12 15 0,3 0,3 7 000 0,026 STO 8 TN STO 8 TN 4,13 5,4 0,6 7,5 10,8
8 11,8 12 18 12 – 0,3 0,3 6 700 0,034 NA 22/8.2RS NA 22/8.2RS 4,68 4,55 0,54 5,3 7,5

30 10 11,8 12 – 14 20 0,3 0,3 6 000 0,049 STO 10 STO 10 8,25 8,8 1,04 8,5 12,2
10 13,8 14 20 14 – 0,6 0,3 6 300 0,06 NA 2200.2RS NA 2200.2RS 6,6 7,5 0,88 12 17,3

32 12 11,8 12 – 16 22 0,3 0,3 5 600 0,057 STO 12 STO 12 8,8 9,8 1,18 8,3 12
12 13,8 14 22 16 – 0,6 0,3 6 000 0,067 NA 2201.2RS NA 2201.2RS 7,04 8,5 1 11,6 16,6

35 15 11,8 12 – 20 26 0,3 0,3 5 000 0,063 STO 15 STO 15 9,13 10,6 1,27 7,1 10
15 13,8 14 26 20 – 0,6 0,3 5 000 0,075 NA 2202.2RS NA 2202.2RS 7,48 9,3 1,12 9,5 13,7

40 17 15,8 16 28 22 – 1 0,3 4 500 0,11 NA 2203.2RS NA 2203.2RS 9,52 13,2 1,6 15,3 22
17 15,8 16 – 22 29 0,3 0,3 4 500 0,11 STO 17 STO 17 14,2 17,6 2,08 12 17,3

47 20 15,8 16 – 25 32 0,3 0,3 4 000 0,15 STO 20 STO 20 16,1 21,2 2,5 18,6 26,5
20 17,8 18 33 25 – 1 0,3 4 000 0,18 NA 2204.2RS NA 2204.2RS 16,1 18 2,16 17,6 25,5

52 25 15,8 16 – 30 37 0,3 0,3 3 400 0,18 STO 25 STO 25 16,5 22,8 2,7 18 26
25 17,8 18 38 30 – 1 0,3 3 400 0,21 NA 2205.2RS NA 2205.2RS 16,8 20 2,4 17,3 24,5

62 30 19,8 20 43 35 – 1 0,3 2 800 0,32 NA 2206.2RS NA 2206.2RS 17,9 25,5 3,05 28,5 40,5
30 19,8 20 – 38 46 0,6 0,6 2 600 0,31 STO 30 STO 30 22,9 34,5 4,25 23,6 33,5

72 35 19,8 20 – 42 50 0,6 0,6 2 200 0,44 STO 35 STO 35 24,6 39 4,8 36 51
35 22,7 23 50 42 – 1,1 0,6 2 200 0,51 NA 2207.2RS NA 2207.2RS 22,4 35,5 4,3 38 54

80 40 19,8 20 – 50 58 1 1 1 900 0,53 STO 40 STO 40 23,8 39 4,75 34,5 49
40 22,7 23 57 48 – 1,1 0,6 1 900 0,63 NA 2208.2RS NA 2208.2RS 27,5 40,5 5 35,5 51

85 45 19,8 20 – 55 63 1 1 1 700 0,58 STO 45 STO 45 25,1 43 5,3 34,5 50

90 50 19,8 20 – 60 68 1 1 1 600 0,62 STO 50 STO 50 26 45,5 5,7 34,5 50
50 22,7 23 68 58 1,1 0,6 1 600 0,69 NA 2210.2RS NA 2210.2RS 28,1 43 5,3 34,5 50

D1d

C

B

r3

F

r4

D E

r1

r2

	 STO	 NA 22 ...2RS

  
Dimensions Limiting 

speed
Mass Designation Designation Basic load ratings Fatigue load 

limit
Maximum radial loads

dynamic static dynamic static

D d C B D1 F E r1,2 r3,4 C C0 Pu Fr F0r
min. min.

mm         r/min kg – – kN  kN kN  

14.4	 Support rollers without flange rings, with an inner ring
D	19 – 90 mm
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19 6 9,8 10 – 10 13 0,3 0,3 7 000 0,017 STO 6 TN STO 6 TN 3,74 4,5 0,5 4,25 6,1
6 11,8 12 16 10 – 0,3 0,3 7 000 0,022 NA 22/6.2RS NA 22/6.2RS 4,02 3,65 0,425 2,55 3,6

24 8 9,8 10 – 12 15 0,3 0,3 7 000 0,026 STO 8 TN STO 8 TN 4,13 5,4 0,6 7,5 10,8
8 11,8 12 18 12 – 0,3 0,3 6 700 0,034 NA 22/8.2RS NA 22/8.2RS 4,68 4,55 0,54 5,3 7,5

30 10 11,8 12 – 14 20 0,3 0,3 6 000 0,049 STO 10 STO 10 8,25 8,8 1,04 8,5 12,2
10 13,8 14 20 14 – 0,6 0,3 6 300 0,06 NA 2200.2RS NA 2200.2RS 6,6 7,5 0,88 12 17,3

32 12 11,8 12 – 16 22 0,3 0,3 5 600 0,057 STO 12 STO 12 8,8 9,8 1,18 8,3 12
12 13,8 14 22 16 – 0,6 0,3 6 000 0,067 NA 2201.2RS NA 2201.2RS 7,04 8,5 1 11,6 16,6

35 15 11,8 12 – 20 26 0,3 0,3 5 000 0,063 STO 15 STO 15 9,13 10,6 1,27 7,1 10
15 13,8 14 26 20 – 0,6 0,3 5 000 0,075 NA 2202.2RS NA 2202.2RS 7,48 9,3 1,12 9,5 13,7

40 17 15,8 16 28 22 – 1 0,3 4 500 0,11 NA 2203.2RS NA 2203.2RS 9,52 13,2 1,6 15,3 22
17 15,8 16 – 22 29 0,3 0,3 4 500 0,11 STO 17 STO 17 14,2 17,6 2,08 12 17,3

47 20 15,8 16 – 25 32 0,3 0,3 4 000 0,15 STO 20 STO 20 16,1 21,2 2,5 18,6 26,5
20 17,8 18 33 25 – 1 0,3 4 000 0,18 NA 2204.2RS NA 2204.2RS 16,1 18 2,16 17,6 25,5

52 25 15,8 16 – 30 37 0,3 0,3 3 400 0,18 STO 25 STO 25 16,5 22,8 2,7 18 26
25 17,8 18 38 30 – 1 0,3 3 400 0,21 NA 2205.2RS NA 2205.2RS 16,8 20 2,4 17,3 24,5

62 30 19,8 20 43 35 – 1 0,3 2 800 0,32 NA 2206.2RS NA 2206.2RS 17,9 25,5 3,05 28,5 40,5
30 19,8 20 – 38 46 0,6 0,6 2 600 0,31 STO 30 STO 30 22,9 34,5 4,25 23,6 33,5

72 35 19,8 20 – 42 50 0,6 0,6 2 200 0,44 STO 35 STO 35 24,6 39 4,8 36 51
35 22,7 23 50 42 – 1,1 0,6 2 200 0,51 NA 2207.2RS NA 2207.2RS 22,4 35,5 4,3 38 54

80 40 19,8 20 – 50 58 1 1 1 900 0,53 STO 40 STO 40 23,8 39 4,75 34,5 49
40 22,7 23 57 48 – 1,1 0,6 1 900 0,63 NA 2208.2RS NA 2208.2RS 27,5 40,5 5 35,5 51

85 45 19,8 20 – 55 63 1 1 1 700 0,58 STO 45 STO 45 25,1 43 5,3 34,5 50

90 50 19,8 20 – 60 68 1 1 1 600 0,62 STO 50 STO 50 26 45,5 5,7 34,5 50
50 22,7 23 68 58 1,1 0,6 1 600 0,69 NA 2210.2RS NA 2210.2RS 28,1 43 5,3 34,5 50

14.4

  
Dimensions Limiting 

speed
Mass Designation Designation Basic load ratings Fatigue load 

limit
Maximum radial loads

dynamic static dynamic static

D d C B D1 F E r1,2 r3,4 C C0 Pu Fr F0r
min. min.

mm         r/min kg – – kN  kN kN  
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16 5 11 12 12,5 0,15 – 6 000 0,014 NATR 5 NATR 5 3,14 3,2 0,345 2,9 4,15
5 11 12 12,5 0,15 – 6 000 0,014 NATR 5 PPA NATR 5 PPA 3,14 3,2 0,345 2,9 4,15
5 11 12 12,5 0,15 – 4 300 0,015 NATV 5 NATV 5 4,73 6,55 0,72 4,05 5,7
5 11 12 12,5 0,15 – 4 300 0,015 NATV 5 PPA NATV 5 PPA 4,73 6,55 0,72 4,05 5,7

19 6 11 12 15 0,15 – 5 600 0,02 NATR 6 NATR 6 3,47 3,8 0,415 3,8 5,5
6 11 12 15 0,15 – 5 600 0,019 NATR 6 PPA NATR 6 PPA 3,47 3,8 0,415 3,8 5,5
6 11 12 15 0,15 – 4 000 0,021 NATV 6 NATV 6 5,28 8 0,88 5,1 7,35
6 11 12 15 0,15 – 4 000 0,021 NATV 6 PPA NATV 6 PPA 5,28 8 0,88 5,1 7,35

24 8 14 15 19 0,3 – 5 000 0,041 NATR 8 NATR 8 5,28 6,1 0,695 5,2 7,35
8 14 15 19 0,3 – 5 000 0,038 NATR 8 PPA NATR 8 PPA 5,28 6,1 0,695 5,2 7,35
8 14 15 19 0,3 – 3 600 0,042 NATV 8 NATV 8 7,48 11,4 1,32 7,35 10,4
8 14 15 19 0,3 – 3 600 0,041 NATV 8 PPA NATV 8 PPA 7,48 11,4 1,32 7,35 10,4

30 10 14 15 23 0,6 – 4 800 0,064 NATR 10 NATR 10 6,44 8 0,88 7,8 11,2
10 14 15 23 0,6 – 4 800 0,061 NATR 10 PPA NATR 10 PPA 6,44 8 0,88 7,8 11,2
10 14 15 23 0,6 – 3 200 0,065 NATV 10 NATV 10 8,97 14,6 1,66 11 15,6
10 14 15 23 0,6 – 3 200 0,064 NATV 10 PPA NATV 10 PPA 8,97 14,6 1,66 11 15,6

32 12 14 15 25 0,6 – 4 500 0,071 NATR 12 NATR 12 6,6 8,5 0,95 7,65 10,8
12 14 15 25 0,6 – 4 500 0,066 NATR 12 PPA NATR 12 PPA 6,6 8,5 0,95 7,65 10,8
12 14 15 25 0,6 – 3 000 0,072 NATV 12 NATV 12 9,35 15,3 1,76 10,6 15
12 14 15 25 0,6 – 3 000 0,069 NATV 12 PPA NATV 12 PPA 9,35 15,3 1,76 10,6 15

35 15 18 19 27,6 0,6 – 4 000 0,1 NATR 15 NATR 15 9,52 13,7 1,56 11,4 16,3
15 18 19 27,6 0,6 – 4 000 0,095 NATR 15 PPA NATR 15 PPA 9,52 13,7 1,56 11,4 16,3
15 18 19 27,6 0,6 – 2 600 0,11 NATV 15 NATV 15 12,3 23,2 2,7 14,6 20,8
15 18 19 27,6 0,6 – 2 600 0,1 NATV 15 PPA NATV 15 PPA 12,3 23,2 2,7 14,6 20,8
15 18 19 20 0,6 0,3 5 000 0,099 NUTR 15 A NUTR 15 A 16,8 17,6 2 8,65 12,2
15 18 19 20 0,6 0,3 5 000 0,099 PWTR 15.2RS PWTR 15.2RS 11,9 11,4 1,2 8,65 12,5

40 17 20 21 31,5 1 – 3 400 0,14 NATR 17 NATR 17 10,5 14,6 1,73 12,5 18
17 20 21 31,5 1 – 3 400 0,14 NATR 17 PPA NATR 17 PPA 10,5 14,6 1,73 12,5 18
17 20 21 31,5 1 – 2 200 0,15 NATV 17 NATV 17 14,2 26,5 3,1 17 24,5
17 20 21 31,5 1 – 2 200 0,15 NATV 17 PPA NATV 17 PPA 14,2 26,5 3,1 17 24,5
17 20 21 22 1 0,5 4 500 0,15 NUTR 17 A NUTR 17 A 19 22 2,5 14 20
17 20 21 22 1 0,5 4 500 0,15 PWTR 17.2RS PWTR 17.2RS 13,8 14,3 1,5 13,7 19,6

42 15 18 19 20 0,6 0,3 5 000 0,16 NUTR 1542 A NUTR 1542 A 20,1 23,2 2,65 21,6 31
15 18 19 20 0,6 0,3 5 000 0,16 PWTR 1542.2RS PWTR 1542.2RS 14,2 15 1,6 22 31,5

	 NATR	 NATR .. PPA	 NATV	 NATV .. PPA

d

C

B

d1D

r1

r2

14.5	 Support rollers with flange rings, with an inner ring
D	 16 – 42 mm

  
Dimensions Limiting 

speed
Mass Designation Designation Basic load ratings Fatigue load 

limit
Maximum radial loads

dynamic static dynamic static

D d C B d1 r1,2 r3,4 C C0 Pu Fr F0r
min. min.

mm       r/min kg – – kN  kN kN  
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16 5 11 12 12,5 0,15 – 6 000 0,014 NATR 5 NATR 5 3,14 3,2 0,345 2,9 4,15
5 11 12 12,5 0,15 – 6 000 0,014 NATR 5 PPA NATR 5 PPA 3,14 3,2 0,345 2,9 4,15
5 11 12 12,5 0,15 – 4 300 0,015 NATV 5 NATV 5 4,73 6,55 0,72 4,05 5,7
5 11 12 12,5 0,15 – 4 300 0,015 NATV 5 PPA NATV 5 PPA 4,73 6,55 0,72 4,05 5,7

19 6 11 12 15 0,15 – 5 600 0,02 NATR 6 NATR 6 3,47 3,8 0,415 3,8 5,5
6 11 12 15 0,15 – 5 600 0,019 NATR 6 PPA NATR 6 PPA 3,47 3,8 0,415 3,8 5,5
6 11 12 15 0,15 – 4 000 0,021 NATV 6 NATV 6 5,28 8 0,88 5,1 7,35
6 11 12 15 0,15 – 4 000 0,021 NATV 6 PPA NATV 6 PPA 5,28 8 0,88 5,1 7,35

24 8 14 15 19 0,3 – 5 000 0,041 NATR 8 NATR 8 5,28 6,1 0,695 5,2 7,35
8 14 15 19 0,3 – 5 000 0,038 NATR 8 PPA NATR 8 PPA 5,28 6,1 0,695 5,2 7,35
8 14 15 19 0,3 – 3 600 0,042 NATV 8 NATV 8 7,48 11,4 1,32 7,35 10,4
8 14 15 19 0,3 – 3 600 0,041 NATV 8 PPA NATV 8 PPA 7,48 11,4 1,32 7,35 10,4

30 10 14 15 23 0,6 – 4 800 0,064 NATR 10 NATR 10 6,44 8 0,88 7,8 11,2
10 14 15 23 0,6 – 4 800 0,061 NATR 10 PPA NATR 10 PPA 6,44 8 0,88 7,8 11,2
10 14 15 23 0,6 – 3 200 0,065 NATV 10 NATV 10 8,97 14,6 1,66 11 15,6
10 14 15 23 0,6 – 3 200 0,064 NATV 10 PPA NATV 10 PPA 8,97 14,6 1,66 11 15,6

32 12 14 15 25 0,6 – 4 500 0,071 NATR 12 NATR 12 6,6 8,5 0,95 7,65 10,8
12 14 15 25 0,6 – 4 500 0,066 NATR 12 PPA NATR 12 PPA 6,6 8,5 0,95 7,65 10,8
12 14 15 25 0,6 – 3 000 0,072 NATV 12 NATV 12 9,35 15,3 1,76 10,6 15
12 14 15 25 0,6 – 3 000 0,069 NATV 12 PPA NATV 12 PPA 9,35 15,3 1,76 10,6 15

35 15 18 19 27,6 0,6 – 4 000 0,1 NATR 15 NATR 15 9,52 13,7 1,56 11,4 16,3
15 18 19 27,6 0,6 – 4 000 0,095 NATR 15 PPA NATR 15 PPA 9,52 13,7 1,56 11,4 16,3
15 18 19 27,6 0,6 – 2 600 0,11 NATV 15 NATV 15 12,3 23,2 2,7 14,6 20,8
15 18 19 27,6 0,6 – 2 600 0,1 NATV 15 PPA NATV 15 PPA 12,3 23,2 2,7 14,6 20,8
15 18 19 20 0,6 0,3 5 000 0,099 NUTR 15 A NUTR 15 A 16,8 17,6 2 8,65 12,2
15 18 19 20 0,6 0,3 5 000 0,099 PWTR 15.2RS PWTR 15.2RS 11,9 11,4 1,2 8,65 12,5

40 17 20 21 31,5 1 – 3 400 0,14 NATR 17 NATR 17 10,5 14,6 1,73 12,5 18
17 20 21 31,5 1 – 3 400 0,14 NATR 17 PPA NATR 17 PPA 10,5 14,6 1,73 12,5 18
17 20 21 31,5 1 – 2 200 0,15 NATV 17 NATV 17 14,2 26,5 3,1 17 24,5
17 20 21 31,5 1 – 2 200 0,15 NATV 17 PPA NATV 17 PPA 14,2 26,5 3,1 17 24,5
17 20 21 22 1 0,5 4 500 0,15 NUTR 17 A NUTR 17 A 19 22 2,5 14 20
17 20 21 22 1 0,5 4 500 0,15 PWTR 17.2RS PWTR 17.2RS 13,8 14,3 1,5 13,7 19,6

42 15 18 19 20 0,6 0,3 5 000 0,16 NUTR 1542 A NUTR 1542 A 20,1 23,2 2,65 21,6 31
15 18 19 20 0,6 0,3 5 000 0,16 PWTR 1542.2RS PWTR 1542.2RS 14,2 15 1,6 22 31,5

d1

r3r4

	 NUTR .. A	 PWTR …2RS

14.5

  
Dimensions Limiting 

speed
Mass Designation Designation Basic load ratings Fatigue load 

limit
Maximum radial loads

dynamic static dynamic static

D d C B d1 r1,2 r3,4 C C0 Pu Fr F0r
min. min.

mm       r/min kg – – kN  kN kN  
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47 17 20 21 22 1 0,5 4 500 0,22 NUTR 1747 A NUTR 1747 A 22 27 3,05 30 43
17 20 21 22 1 0,5 4 500 0,22 PWTR 1747.2RS PWTR 1747.2RS 15,7 17,6 1,86 30 42,5

20 24 25 36,5 1 – 3 000 0,25 NATR 20 NATR 20 14,7 24,5 2,9 23,6 33,5
20 24 25 36,5 1 – 3 000 0,24 NATR 20 PPA NATR 20 PPA 14,7 24,5 2,9 23,6 33,5
20 24 25 36,5 1 – 1 900 0,25 NATV 20 NATV 20 19,4 41,5 5 30,5 43
20 24 25 36,5 1 – 1 900 0,25 NATV 20 PPA NATV 20 PPA 19,4 41,5 5 30,5 43
20 24 25 27 1 0,5 3 800 0,25 NUTR 20 A NUTR 20 A 28,6 33,5 3,9 17,6 25
20 24 25 27 1 0,5 3 800 0,25 PWTR 20.2RS PWTR 20.2RS 22,9 24,5 2,8 18,3 26

52 20 24 25 27 1 0,5 3 800 0,32 NUTR 2052 A NUTR 2052 A 31,9 39 4,55 30 42,5
20 24 25 27 1 0,5 3 800 0,32 PWTR 2052.2RS PWTR 2052.2RS 25,5 29 3,35 30,5 44

25 24 25 41,5 1 – 2 400 0,28 NATR 25 NATR 25 14,7 25,5 3,1 21,6 31
25 24 25 41,5 1 – 2 400 0,27 NATR 25 PPA NATR 25 PPA 14,7 25,5 3,1 21,6 31
25 24 25 41,5 1 – 1 600 0,29 NATV 25 NATV 25 19,8 44 5,3 28,5 40,5
25 24 25 41,5 1 – 1 600 0,28 NATV 25 PPA NATV 25 PPA 19,8 44 5,3 28,5 40,5
25 24 25 31 1 0,5 3 200 0,28 NUTR 25 A NUTR 25 A 29,7 36 4,25 18 25,5
25 24 25 31 1 0,5 3 200 0,28 PWTR 25.2RS PWTR 25.2RS 23,8 26,5 3,05 18,6 26,5

62 25 24 25 31 1 0,5 3 200 0,45 NUTR 2562 A NUTR 2562 A 35,8 48 5,6 44 63
25 24 25 31 1 0,5 3 200 0,45 PWTR 2562.2RS PWTR 2562.2RS 29,2 36 4,05 45 64

30 28 29 51 1 – 1 800 0,47 NATR 30 NATR 30 22,9 37,5 4,55 26,5 38
30 28 29 51 1 – 1 800 0,44 NATR 30 PPA NATR 30 PPA 22,9 37,5 4,55 26,5 38
30 28 29 51 1 – 1 400 0,48 NATV 30 NATV 30 29,2 62 7,65 34,5 49
30 28 29 51 1 – 1 400 0,47 NATV 30 PPA NATV 30 PPA 29,2 62 7,65 34,5 49
30 28 29 38 1 0,5 2 600 0,47 NUTR 30 A NUTR 30 A 41,3 47,5 5,85 24 34,5
30 28 29 38 1 0,5 2 600 0,47 PWTR 30.2RS PWTR 30.2RS 31,9 32,5 4,05 20,4 29

72 30 28 29 38 1 0,5 2 600 0,7 NUTR 3072 A NUTR 3072 A 48,4 61 7,5 53 76,5
30 28 29 38 1 0,5 2 000 0,7 PWTR 3072.2RS PWTR 3072.2RS 39,6 45 5,6 47,5 68
35 28 29 58 1,1 – 1 600 0,55 NATR 35 PPA NATR 35 PPA 24,6 43 5,3 33,5 48
35 28 29 58 1,1 – 1 100 0,63 NATV 35 PPA NATV 35 PPA 31,9 72 8,8 43 62
35 28 29 44 1,1 0,6 2 000 0,63 NUTR 35 A NUTR 35 A 45,7 57 6,95 33,5 47,5
35 28 29 44 1,1 0,6 2 000 0,63 PWTR 35.2RS PWTR 35.2RS 35,8 40,5 5 28 40

80 35 28 29 44 1,1 0,6 2 000 0,84 NUTR 3580 A NUTR 3580 A 51,2 68 8,3 57 81,5
35 28 29 44 1,1 0,6 2 000 0,84 PWTR 3580.2RS PWTR 3580.2RS 41,8 50 6,3 51 72

  
Dimensions Limiting 

speed
Mass Designation Designation Basic load ratings Fatigue load 

limit
Maximum radial loads

dynamic static dynamic static

D d C B d1 r1,2 r3,4 C C0 Pu Fr F0r
min. min.

mm       r/min kg – – kN  kN kN  

14.5	 Support rollers with flange rings, with an inner ring
D	 47 – 80 mm

	 NATR	 NATR .. PPA	 NATV	 NATV .. PPA

d

C

B

d1D

r1

r2
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47 17 20 21 22 1 0,5 4 500 0,22 NUTR 1747 A NUTR 1747 A 22 27 3,05 30 43
17 20 21 22 1 0,5 4 500 0,22 PWTR 1747.2RS PWTR 1747.2RS 15,7 17,6 1,86 30 42,5

20 24 25 36,5 1 – 3 000 0,25 NATR 20 NATR 20 14,7 24,5 2,9 23,6 33,5
20 24 25 36,5 1 – 3 000 0,24 NATR 20 PPA NATR 20 PPA 14,7 24,5 2,9 23,6 33,5
20 24 25 36,5 1 – 1 900 0,25 NATV 20 NATV 20 19,4 41,5 5 30,5 43
20 24 25 36,5 1 – 1 900 0,25 NATV 20 PPA NATV 20 PPA 19,4 41,5 5 30,5 43
20 24 25 27 1 0,5 3 800 0,25 NUTR 20 A NUTR 20 A 28,6 33,5 3,9 17,6 25
20 24 25 27 1 0,5 3 800 0,25 PWTR 20.2RS PWTR 20.2RS 22,9 24,5 2,8 18,3 26

52 20 24 25 27 1 0,5 3 800 0,32 NUTR 2052 A NUTR 2052 A 31,9 39 4,55 30 42,5
20 24 25 27 1 0,5 3 800 0,32 PWTR 2052.2RS PWTR 2052.2RS 25,5 29 3,35 30,5 44

25 24 25 41,5 1 – 2 400 0,28 NATR 25 NATR 25 14,7 25,5 3,1 21,6 31
25 24 25 41,5 1 – 2 400 0,27 NATR 25 PPA NATR 25 PPA 14,7 25,5 3,1 21,6 31
25 24 25 41,5 1 – 1 600 0,29 NATV 25 NATV 25 19,8 44 5,3 28,5 40,5
25 24 25 41,5 1 – 1 600 0,28 NATV 25 PPA NATV 25 PPA 19,8 44 5,3 28,5 40,5
25 24 25 31 1 0,5 3 200 0,28 NUTR 25 A NUTR 25 A 29,7 36 4,25 18 25,5
25 24 25 31 1 0,5 3 200 0,28 PWTR 25.2RS PWTR 25.2RS 23,8 26,5 3,05 18,6 26,5

62 25 24 25 31 1 0,5 3 200 0,45 NUTR 2562 A NUTR 2562 A 35,8 48 5,6 44 63
25 24 25 31 1 0,5 3 200 0,45 PWTR 2562.2RS PWTR 2562.2RS 29,2 36 4,05 45 64

30 28 29 51 1 – 1 800 0,47 NATR 30 NATR 30 22,9 37,5 4,55 26,5 38
30 28 29 51 1 – 1 800 0,44 NATR 30 PPA NATR 30 PPA 22,9 37,5 4,55 26,5 38
30 28 29 51 1 – 1 400 0,48 NATV 30 NATV 30 29,2 62 7,65 34,5 49
30 28 29 51 1 – 1 400 0,47 NATV 30 PPA NATV 30 PPA 29,2 62 7,65 34,5 49
30 28 29 38 1 0,5 2 600 0,47 NUTR 30 A NUTR 30 A 41,3 47,5 5,85 24 34,5
30 28 29 38 1 0,5 2 600 0,47 PWTR 30.2RS PWTR 30.2RS 31,9 32,5 4,05 20,4 29

72 30 28 29 38 1 0,5 2 600 0,7 NUTR 3072 A NUTR 3072 A 48,4 61 7,5 53 76,5
30 28 29 38 1 0,5 2 000 0,7 PWTR 3072.2RS PWTR 3072.2RS 39,6 45 5,6 47,5 68
35 28 29 58 1,1 – 1 600 0,55 NATR 35 PPA NATR 35 PPA 24,6 43 5,3 33,5 48
35 28 29 58 1,1 – 1 100 0,63 NATV 35 PPA NATV 35 PPA 31,9 72 8,8 43 62
35 28 29 44 1,1 0,6 2 000 0,63 NUTR 35 A NUTR 35 A 45,7 57 6,95 33,5 47,5
35 28 29 44 1,1 0,6 2 000 0,63 PWTR 35.2RS PWTR 35.2RS 35,8 40,5 5 28 40

80 35 28 29 44 1,1 0,6 2 000 0,84 NUTR 3580 A NUTR 3580 A 51,2 68 8,3 57 81,5
35 28 29 44 1,1 0,6 2 000 0,84 PWTR 3580.2RS PWTR 3580.2RS 41,8 50 6,3 51 72

14.5

  
Dimensions Limiting 

speed
Mass Designation Designation Basic load ratings Fatigue load 

limit
Maximum radial loads

dynamic static dynamic static

D d C B d1 r1,2 r3,4 C C0 Pu Fr F0r
min. min.

mm       r/min kg – – kN  kN kN  

d1

r3r4

	 NUTR .. A	 PWTR …2RS	
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40 30 32 66 1,1 – 1 500 0,8 NATR 40 PPA NATR 40 PPA 31,9 57 7,1 41,5 58,5
40 30 32 66 1,1 – 950 0,83 NATV 40 PPA NATV 40 PPA 39,1 88 11 51 73,5
40 30 32 50,5 1,1 0,6 1 800 0,82 NUTR 40 A NUTR 40 A 57,2 72 9 32 45,5
40 30 32 50,5 1,1 0,6 1 800 0,82 PWTR 40.2RS PWTR 40.2RS 41,8 49 6 33,5 48

85 45 30 32 55,2 1,1 0,6 1 700 0,88 NUTR 45 A NUTR 45 A 58,3 75 9,3 32,5 46,5
45 30 32 55,2 1,1 0,6 1 700 0,88 PWTR 45.2RS PWTR 45.2RS 42,9 50 6,2 34 48

90 40 30 32 50,5 1,1 0,6 1 800 1,15 NUTR 4090 A NUTR 4090 A 68,2 91,5 11,4 63 90
40 30 32 50,5 1,1 0,6 1 800 1,15 PWTR 4090.2RS PWTR 4090.2RS 49,5 62 7,65 64 91,5
50 30 32 76 1,1 – 1 200 0,87 NATR 50 PPA NATR 50 PPA 30,8 58,5 7,2 40 57
50 30 32 76 1,1 – 850 0,97 NATV 50 PPA NATV 50 PPA 39,1 93 11,6 50 72
50 30 32 59,8 1,1 0,6 1 600 0,95 NUTR 50 A NUTR 50 A 58,3 78 9,65 32,5 47,5
50 30 32 59,8 1,1 0,6 1 600 0,95 PWTR 50.2RS PWTR 50.2RS 42,9 52 6,55 34,5 49

100 45 30 32 55,2 1,1 0,6 1 700 1,4 NUTR 45100 A NUTR 45100 A 73,7 104 12,7 80 114
45 30 32 55,2 1,1 0,6 1 700 1,4 PWTR 45100.2RS PWTR 45100.2RS 53,9 69,5 8,65 81,5 116

110 50 30 32 59,8 1,1 0,6 1 600 1,7 NUTR 50110 A NUTR 50110 A 78,1 116 14,3 98 140
50 30 32 59,8 1,1 0,6 1 600 1,7 PWTR 50110.2RS PWTR 50110.2RS 57,2 78 9,65 100 143

130 50 63 65 63 3 2 750 5,2 NNTR 50X130X65.2ZL NNTR 50X130X65.2ZL 179 232 31 224 320

140 55 68 70 73 3 2 700 6,4 NNTR 55X140X70.2ZL NNTR 55X140X70.2ZL 209 275 37,5 224 320

150 60 73 75 78 3 2 670 7,8 NNTR 60X150X75.2ZL NNTR 60X150X75.2ZL 238 320 42,5 265 375

160 65 73 75 82 3 2 600 8,8 NNTR 65X160X75.2ZL NNTR 65X160X75.2ZL 255 345 46,5 285 405

180 70 83 85 92 3 2 560 13 NNTR 70X180X85.2ZL NNTR 70X180X85.2ZL 330 455 61 375 540

200 80 88 90 102 4 2 500 17 NNTR 80X200X90.2ZL NNTR 80X200X90.2ZL 391 540 71 455 640

220 90 98 100 119 4 2,5 430 22,5 NNTR 90X220X100.2ZL NNTR 90X220X100.2ZL 468 670 83 480 680

240 100 103 105 132 4 2,5 380 28 NNTR 100X240X105.2ZL NNTR 100X240X105.2ZL 528 780 93 550 780

260 110 113 115 143 4 2,5 360 35,5 NNTR 110x260x115.2ZL NNTR 110x260x115.2ZL 627 930 112 655 950

290 120 133 135 155 4 3 320 53 NNTR 120X290X135.2ZL NNTR 120X290X135.2ZL 825 1 270 143 900 1 290

310 130 144 146 165 5 3 300 65 NNTR 130x310x146.2ZL NNTR 130x310x146.2ZL 952 1 460 166 1 040 1 500

  
Dimensions Limiting 

speed
Mass Designation Designation Basic load ratings Fatigue load 

limit
Maximum radial loads

dynamic static dynamic static

D d C B d1 r1,2 r, r3,4 C C0 Pu Fr F0r
min. min.

mm       r/min kg – – kN  kN kN  

14.5	 Support rollers with flange rings, with an inner ring
D	 80 – 310 mm

d1

r3r4

	 NATR .. PPA	 NATV .. PPA	 NUTR .. A	 PWTR ...2RS

d

C

B

d1D

r1

r2

80
cont.
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40 30 32 66 1,1 – 1 500 0,8 NATR 40 PPA NATR 40 PPA 31,9 57 7,1 41,5 58,5
40 30 32 66 1,1 – 950 0,83 NATV 40 PPA NATV 40 PPA 39,1 88 11 51 73,5
40 30 32 50,5 1,1 0,6 1 800 0,82 NUTR 40 A NUTR 40 A 57,2 72 9 32 45,5
40 30 32 50,5 1,1 0,6 1 800 0,82 PWTR 40.2RS PWTR 40.2RS 41,8 49 6 33,5 48

85 45 30 32 55,2 1,1 0,6 1 700 0,88 NUTR 45 A NUTR 45 A 58,3 75 9,3 32,5 46,5
45 30 32 55,2 1,1 0,6 1 700 0,88 PWTR 45.2RS PWTR 45.2RS 42,9 50 6,2 34 48

90 40 30 32 50,5 1,1 0,6 1 800 1,15 NUTR 4090 A NUTR 4090 A 68,2 91,5 11,4 63 90
40 30 32 50,5 1,1 0,6 1 800 1,15 PWTR 4090.2RS PWTR 4090.2RS 49,5 62 7,65 64 91,5
50 30 32 76 1,1 – 1 200 0,87 NATR 50 PPA NATR 50 PPA 30,8 58,5 7,2 40 57
50 30 32 76 1,1 – 850 0,97 NATV 50 PPA NATV 50 PPA 39,1 93 11,6 50 72
50 30 32 59,8 1,1 0,6 1 600 0,95 NUTR 50 A NUTR 50 A 58,3 78 9,65 32,5 47,5
50 30 32 59,8 1,1 0,6 1 600 0,95 PWTR 50.2RS PWTR 50.2RS 42,9 52 6,55 34,5 49

100 45 30 32 55,2 1,1 0,6 1 700 1,4 NUTR 45100 A NUTR 45100 A 73,7 104 12,7 80 114
45 30 32 55,2 1,1 0,6 1 700 1,4 PWTR 45100.2RS PWTR 45100.2RS 53,9 69,5 8,65 81,5 116

110 50 30 32 59,8 1,1 0,6 1 600 1,7 NUTR 50110 A NUTR 50110 A 78,1 116 14,3 98 140
50 30 32 59,8 1,1 0,6 1 600 1,7 PWTR 50110.2RS PWTR 50110.2RS 57,2 78 9,65 100 143

130 50 63 65 63 3 2 750 5,2 NNTR 50X130X65.2ZL NNTR 50X130X65.2ZL 179 232 31 224 320

140 55 68 70 73 3 2 700 6,4 NNTR 55X140X70.2ZL NNTR 55X140X70.2ZL 209 275 37,5 224 320

150 60 73 75 78 3 2 670 7,8 NNTR 60X150X75.2ZL NNTR 60X150X75.2ZL 238 320 42,5 265 375

160 65 73 75 82 3 2 600 8,8 NNTR 65X160X75.2ZL NNTR 65X160X75.2ZL 255 345 46,5 285 405

180 70 83 85 92 3 2 560 13 NNTR 70X180X85.2ZL NNTR 70X180X85.2ZL 330 455 61 375 540

200 80 88 90 102 4 2 500 17 NNTR 80X200X90.2ZL NNTR 80X200X90.2ZL 391 540 71 455 640

220 90 98 100 119 4 2,5 430 22,5 NNTR 90X220X100.2ZL NNTR 90X220X100.2ZL 468 670 83 480 680

240 100 103 105 132 4 2,5 380 28 NNTR 100X240X105.2ZL NNTR 100X240X105.2ZL 528 780 93 550 780

260 110 113 115 143 4 2,5 360 35,5 NNTR 110x260x115.2ZL NNTR 110x260x115.2ZL 627 930 112 655 950

290 120 133 135 155 4 3 320 53 NNTR 120X290X135.2ZL NNTR 120X290X135.2ZL 825 1 270 143 900 1 290

310 130 144 146 165 5 3 300 65 NNTR 130x310x146.2ZL NNTR 130x310x146.2ZL 952 1 460 166 1 040 1 500

14.5

  
Dimensions Limiting 

speed
Mass Designation Designation Basic load ratings Fatigue load 

limit
Maximum radial loads

dynamic static dynamic static

D d C B d1 r1,2 r, r3,4 C C0 Pu Fr F0r
min. min.

mm       r/min kg – – kN  kN kN  

d1

45°

r

	 NNTR ...2ZL	
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16 11 6 28 16 – 0,6 12,5 M 6 8 4 – 0,15 – – – 0,019 KR 16 KR 16 3,14 3,2 0,345 2,9 4,15 6 000
11 6 28 16 – 0,6 12,5 M 6 8 4 – 0,15 – – – 0,018 KR 16 PPA KR 16 PPA 3,14 3,2 0,345 2,9 4,15 6 000
11 6 28 16 – 0,6 12,5 M 6 8 – – 0,15 4 – – 0,019 KR 16 PPSKA KR 16 PPSKA 3,14 3,2 0,345 2,9 4,15 6 000
11 6 28 16 – 0,6 12,5 M 6 8 4 – 0,15 – – – 0,019 KRV 16 PPA KRV 16 PPA 4,73 6,55 0,72 4,05 5,7 4 300
11 9 28 16 – 0,6 12,5 M 6 8 4 – 0,15 – 0,5 7 0,02 KRE 16 PPA KRE 16 PPA 3,14 3,2 0,345 2,9 4,15 6 000

19 11 8 32 20 – 0,6 15 M 6 10 4 – 0,15 – – – 0,029 KR 19 KR 19 3,47 3,8 0,415 3,8 5,5 5 600
11 8 32 20 – 0,6 15 M 6 10 4 – 0,15 – – – 0,029 KR 19 PPA KR 19 PPA 3,47 3,8 0,415 3,8 5,5 5 600
11 8 32 20 – 0,6 15 M 8 10 – – 0,15 4 – – 0,029 KR 19 PPSKA KR 19 PPSKA 3,47 3,8 0,415 3,8 5,5 5 600
11 8 32 20 – 0,6 15 M 6 10 4 – 0,15 – – – 0,031 KRV 19 PPA KRV 19 PPA 5,28 8 0,88 5,1 7,35 4 000
11 11 32 20 – 0,6 15 M 6 10 4 – 0,15 – 0,5 9 0,032 KRE 19 PPA KRE 19 PPA 3,47 3,8 0,415 3,8 5,5 5 600

22 12 10 36 23 – 0,6 17,5 M 10x1 12 4 – 0,3 5 – – 0,045 KR 22 B KR 22 B 4,4 5 0,56 4,25 6 5 300
12 10 36 23 – 0,6 17,5 M 10x1 12 4 – 0,3 5 – – 0,043 KR 22 PPA KR 22 PPA 4,4 5 0,56 4,25 6 5 300
12 10 36 23 – 0,6 17,5 M 10x1 12 4 – 0,3 5 – – 0,045 KRV 22 PPA KRV 22 PPA 6,05 9,15 1,04 5,7 8,15 3 600
12 13 36 23 – 0,6 17,5 M 10x1 12 4 – 0,3 5 0,5 10 0,047 KRE 22 PPA KRE 22 PPA 4,4 5 0,56 4,25 6 5 300

26 12 10 36 23 – 0,6 17,5 M 10x1 12 4 – 0,3 5 – – 0,059 KR 26 B KR 26 B 4,84 6 0,655 9,3 13,2 5 300
12 10 36 23 – 0,6 17,5 M 10x1 12 4 – 0,3 5 – – 0,057 KR 26 PPA KR 26 PPA 4,84 6 0,655 9,3 13,2 5 300
12 10 36 23 – 0,6 17,5 M 10x1 12 4 – 0,3 5 – – 0,059 KRV 26 PPA KRV 26 PPA 6,82 11 1,25 11,4 16,3 3 600
12 13 36 23 – 0,6 17,5 M 10x1 12 4 – 0,3 5 0,5 10 0,062 KRE 26 PPA KRE 26 PPA 4,84 6 0,655 9,3 13,2 5 300

30 14 12 40 25 6 0,6 23 M 12x1,5 13 4 3 0,6 6 – – 0,092 KR 30 B KR 30 B 6,44 8 0,88 7,8 11,2 4 800
14 12 40 25 6 0,6 23 M 12x1,5 13 4 3 0,6 6 – – 0,088 KR 30 PPA KR 30 PPA 6,44 8 0,88 7,8 11,2 4 800
14 12 40 25 6 0,6 23 M 12x1,5 13 4 3 0,6 6 – – 0,091 KRV 30 PPA KRV 30 PPA 8,97 14,6 1,66 11 15,6 3 200
14 15 40 25 6 0,6 23 M 12x1,5 13 4 3 0,6 6 0,5 11 0,093 KRE 30 PPA KRE 30 PPA 6,44 8 0,88 7,8 11,2 4 800

32 14 12 40 25 6 0,6 23 M 12x1,5 13 4 3 0,6 6 – – 0,103 KR 32 B KR 32 B 6,71 8,5 0,95 10,6 15 4 800
14 12 40 25 6 0,6 23 M 12x1,5 13 4 3 0,6 6 – – 0,098 KR 32 PPA KR 32 PPA 6,71 8,5 0,95 10,6 15 4 800
14 12 40 25 6 0,6 23 M 12x1,5 13 4 3 0,6 6 – – 0,101 KRV 32 PPA KRV 32 PPA 9,35 15,3 1,76 14,3 20,4 3 200
14 15 40 25 6 0,6 23 M 12x1,5 13 4 3 0,6 6 0,5 11 0,104 KRE 32 PPA KRE 32 PPA 6,71 8,5 0,95 10,6 15 4 800

SWSW

D

B

G1

B1

G

C1C

d
d1M

r1

r2

KR, sizes 16 and 19 
(KR .. PPA, sizes 16 and 19 
have axial sliding rings)

KR .. PPSKA

KR .. B, sizes 22 and 26
(KR .. PPA, sizes 22 and 26 
have axial sliding rings)

14.6	 Cam followers
D	 16 – 32 mm

  
Dimensions Mass Designation Designation Basic load ratings Fatigue load limit Maximum radial loads Limiting speed

dynamic static dynamic static

D C d B B1 B2 C1 d1 G G1 M M1 r1, 2 SW c B3 C C0 Pu Fr F0r
min.

mm                kg – – kN  kN kN  r/min

1140



16 11 6 28 16 – 0,6 12,5 M 6 8 4 – 0,15 – – – 0,019 KR 16 KR 16 3,14 3,2 0,345 2,9 4,15 6 000
11 6 28 16 – 0,6 12,5 M 6 8 4 – 0,15 – – – 0,018 KR 16 PPA KR 16 PPA 3,14 3,2 0,345 2,9 4,15 6 000
11 6 28 16 – 0,6 12,5 M 6 8 – – 0,15 4 – – 0,019 KR 16 PPSKA KR 16 PPSKA 3,14 3,2 0,345 2,9 4,15 6 000
11 6 28 16 – 0,6 12,5 M 6 8 4 – 0,15 – – – 0,019 KRV 16 PPA KRV 16 PPA 4,73 6,55 0,72 4,05 5,7 4 300
11 9 28 16 – 0,6 12,5 M 6 8 4 – 0,15 – 0,5 7 0,02 KRE 16 PPA KRE 16 PPA 3,14 3,2 0,345 2,9 4,15 6 000

19 11 8 32 20 – 0,6 15 M 6 10 4 – 0,15 – – – 0,029 KR 19 KR 19 3,47 3,8 0,415 3,8 5,5 5 600
11 8 32 20 – 0,6 15 M 6 10 4 – 0,15 – – – 0,029 KR 19 PPA KR 19 PPA 3,47 3,8 0,415 3,8 5,5 5 600
11 8 32 20 – 0,6 15 M 8 10 – – 0,15 4 – – 0,029 KR 19 PPSKA KR 19 PPSKA 3,47 3,8 0,415 3,8 5,5 5 600
11 8 32 20 – 0,6 15 M 6 10 4 – 0,15 – – – 0,031 KRV 19 PPA KRV 19 PPA 5,28 8 0,88 5,1 7,35 4 000
11 11 32 20 – 0,6 15 M 6 10 4 – 0,15 – 0,5 9 0,032 KRE 19 PPA KRE 19 PPA 3,47 3,8 0,415 3,8 5,5 5 600

22 12 10 36 23 – 0,6 17,5 M 10x1 12 4 – 0,3 5 – – 0,045 KR 22 B KR 22 B 4,4 5 0,56 4,25 6 5 300
12 10 36 23 – 0,6 17,5 M 10x1 12 4 – 0,3 5 – – 0,043 KR 22 PPA KR 22 PPA 4,4 5 0,56 4,25 6 5 300
12 10 36 23 – 0,6 17,5 M 10x1 12 4 – 0,3 5 – – 0,045 KRV 22 PPA KRV 22 PPA 6,05 9,15 1,04 5,7 8,15 3 600
12 13 36 23 – 0,6 17,5 M 10x1 12 4 – 0,3 5 0,5 10 0,047 KRE 22 PPA KRE 22 PPA 4,4 5 0,56 4,25 6 5 300

26 12 10 36 23 – 0,6 17,5 M 10x1 12 4 – 0,3 5 – – 0,059 KR 26 B KR 26 B 4,84 6 0,655 9,3 13,2 5 300
12 10 36 23 – 0,6 17,5 M 10x1 12 4 – 0,3 5 – – 0,057 KR 26 PPA KR 26 PPA 4,84 6 0,655 9,3 13,2 5 300
12 10 36 23 – 0,6 17,5 M 10x1 12 4 – 0,3 5 – – 0,059 KRV 26 PPA KRV 26 PPA 6,82 11 1,25 11,4 16,3 3 600
12 13 36 23 – 0,6 17,5 M 10x1 12 4 – 0,3 5 0,5 10 0,062 KRE 26 PPA KRE 26 PPA 4,84 6 0,655 9,3 13,2 5 300

30 14 12 40 25 6 0,6 23 M 12x1,5 13 4 3 0,6 6 – – 0,092 KR 30 B KR 30 B 6,44 8 0,88 7,8 11,2 4 800
14 12 40 25 6 0,6 23 M 12x1,5 13 4 3 0,6 6 – – 0,088 KR 30 PPA KR 30 PPA 6,44 8 0,88 7,8 11,2 4 800
14 12 40 25 6 0,6 23 M 12x1,5 13 4 3 0,6 6 – – 0,091 KRV 30 PPA KRV 30 PPA 8,97 14,6 1,66 11 15,6 3 200
14 15 40 25 6 0,6 23 M 12x1,5 13 4 3 0,6 6 0,5 11 0,093 KRE 30 PPA KRE 30 PPA 6,44 8 0,88 7,8 11,2 4 800

32 14 12 40 25 6 0,6 23 M 12x1,5 13 4 3 0,6 6 – – 0,103 KR 32 B KR 32 B 6,71 8,5 0,95 10,6 15 4 800
14 12 40 25 6 0,6 23 M 12x1,5 13 4 3 0,6 6 – – 0,098 KR 32 PPA KR 32 PPA 6,71 8,5 0,95 10,6 15 4 800
14 12 40 25 6 0,6 23 M 12x1,5 13 4 3 0,6 6 – – 0,101 KRV 32 PPA KRV 32 PPA 9,35 15,3 1,76 14,3 20,4 3 200
14 15 40 25 6 0,6 23 M 12x1,5 13 4 3 0,6 6 0,5 11 0,104 KRE 32 PPA KRE 32 PPA 6,71 8,5 0,95 10,6 15 4 800

14.6

M1

B2

d
c

B3

KR .. B, size ≥ 30

KRE .. PPA, size ≥ 30KR .. PPA, size ≥ 30

KRV .. PPA

  
Dimensions Mass Designation Designation Basic load ratings Fatigue load limit Maximum radial loads Limiting speed

dynamic static dynamic static

D C d B B1 B2 C1 d1 G G1 M M1 r1, 2 SW c B3 C C0 Pu Fr F0r
min.

mm                kg – – kN  kN kN  r/min
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35 18 16 52 32,5 8 0,8 27,6 M 16x1,5 17 6 3 0,6 8 – – 0,173 KR 35 B KR 35 B 9,52 13,7 1,56 11,4 16,3 4 000
18 16 52 32,5 8 0,8 27,6 M 16x1,5 17 6 3 0,6 8 – – 0,164 KR 35 PPA KR 35 PPA 9,52 13,7 1,56 11,4 16,3 4 000
18 16 52 32,5 8 0,8 27,6 M 16x1,5 17 6 3 0,6 8 – – 0,166 KRV 35 PPA KRV 35 PPA 12,3 23,2 2,7 14,6 20,8 2 600
18 16 52 32,5 7,8 0,8 20 M 16x1,5 17 6 3 0,6 8 – – 0,164 NUKR 35 A NUKR 35 A 16,8 17,6 2 8,65 12,2 5 000
18 16 52 32,5 7,8 0,8 20 M 16x1,5 17 6 3 0,6 8 – – 0,164 PWKR 35.2RS PWKR 35.2RS 11,9 11,4 1,2 8,65 12,5 5 000

18 20 52 32,5 8 0,8 27,6 M 16x1,5 17 6 3 0,6 8 1 14 0,177 KRE 35 PPA KRE 35 PPA 9,52 13,7 1,56 11,4 16,3 4 000
18 20 52 29,5 7,8 3,8 27,6 M 16x1,5 17 6 3 0,6 8 1 12 0,177 NUKRE 35 A NUKRE 35 A 16,8 17,6 2 8,65 12,2 5 000
18 20 52 29,5 7,8 3,8 27,6 M 16x1,5 17 6 3 0,6 8 1 12 0,177 PWKRE 35.2RS PWKRE 35.2RS 11,9 11,4 1,2 8,65 12,5 5 000

40 20 18 58 36,5 8 0,8 31,5 M 18x1,5 19 6 3 1 8 – – 0,247 KR 40 B KR 40 B 10,5 14,6 1,73 12,5 18 3 400
20 18 58 36,5 8 0,8 31,5 M 18x1,5 19 6 3 1 8 – – 0,239 KR 40 PPA KR 40 PPA 10,5 14,6 1,73 12,5 18 3 400
20 18 58 36,5 8 0,8 31,5 M 18x1,5 19 6 3 1 8 – – 0,247 KRV 40 PPA KRV 40 PPA 14,2 26,5 3,1 17 24,5 2 200
20 18 58 36,5 8 0,8 22 M 18x1,5 19 6 3 1 8 – – 0,242 NUKR 40 A NUKR 40 A 19 22 2,5 14 20 4 500
20 18 58 36,5 8 0,8 22 M 18x1,5 19 6 3 1 8 – – 0,242 PWKR 40.2RS PWKR 40.2RS 13,8 14,3 1,5 13,7 19,6 4 500

20 22 58 36,5 8 0,8 31,5 M 18x1,5 19 6 3 1 8 1 16 0,255 KRE 40 PPA KRE 40 PPA 10,5 14,6 1,73 12,5 18 3 400
20 22 58 33,5 8 3,8 30 M 18x1,5 19 6 3 1 8 1 14 0,258 NUKRE 40 A NUKRE 40 A 19 22 2,5 14 20 4 500
20 22 58 33,5 8 3,8 30 M 18x1,5 19 6 3 1 8 1 14 0,258 PWKRE 40.2RS PWKRE 40.2RS 13,8 14,3 1,5 13,7 19,6 4 500

47 24 20 66 40,5 9 0,8 36,5 M 20x1,5 21 6 4 1 10 – – 0,381 KR 47 PPA KR 47 PPA 14,7 24,5 2,9 23,6 33,5 3 000
24 20 66 40,5 9 0,8 36,5 M 20x1,5 21 6 4 1 10 – – 0,39 KRV 47 PPA KRV 47 PPA 19,4 41,5 5 30,5 43 1 900
24 20 66 40,5 9 0,8 27 M 20x1,5 21 6 4 1 10 – – 0,38 NUKR 47 A NUKR 47 A 28,6 33,5 3,9 17,6 25 3 800
24 20 66 40,5 9 0,8 27 M 20x1,5 21 6 4 1 10 – – 0,38 PWKR 47.2RS PWKR 47.2RS 22,9 24,5 2,8 18,3 26 3 800

24 24 66 40,5 9 0,8 36,5 M 20x1,5 21 6 4 1 10 1 18 0,4 KRE 47 PPA KRE 47 PPA 14,7 24,5 2,9 23,6 33,5 3 000
24 24 66 40,5 9 0,8 27 M 20x1,5 21 6 4 1 10 1 18 0,4 NUKRE 47 A NUKRE 47 A 28,6 33,5 3,9 17,6 25 3 800
24 24 66 40,5 9 0,8 27 M 20x1,5 21 6 4 1 10 1 18 0,4 PWKRE 47.2RS PWKRE 47.2RS 22,9 24,5 2,8 18,3 26 3 800

52 24 20 66 40,5 9 0,8 36,5 M 20x1,5 21 6 4 1 10 – – 0,454 KR 52 PPA KR 52 PPA 15,7 27 3,2 36 51 3 000
24 20 66 40,5 9 0,8 36,5 M 20x1,5 21 6 4 1 10 – – 0,463 KRV 52 PPA KRV 52 PPA 20,9 46,5 5,6 45 64 1 900
24 20 66 67,5 9 0,8 31 M 20x1,5 25 6 4 1 10 – – 0,45 NUKR 52 A NUKR 52 A 29,7 36 4,25 18 25,5 3 200
24 20 66 40,5 9 0,8 31 M 20x1,5 25 6 4 1 10 – – 0,45 PWKR 52.2RS PWKR 52.2RS 23,8 26,5 3,05 18,6 26,5 3 200

14.6	 Cam followers
D	 35 – 52 mm

  
Dimensions Mass Designation Designation Basic load ratings Fatigue load limit Maximum radial loads Limiting speed

dynamic static dynamic static

D C d B B1 B2 C1 d1 G G1 M M1 r1, 2 SW c B3 C C0 Pu Fr F0r
min.

mm                kg – – kN  kN kN  r/min

M1

B2

D

B

G1

B1

GM

C1C

d
d1

SW SW

r1

r2

KR .. B

KR .. PPA

KRV .. PPA
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35 18 16 52 32,5 8 0,8 27,6 M 16x1,5 17 6 3 0,6 8 – – 0,173 KR 35 B KR 35 B 9,52 13,7 1,56 11,4 16,3 4 000
18 16 52 32,5 8 0,8 27,6 M 16x1,5 17 6 3 0,6 8 – – 0,164 KR 35 PPA KR 35 PPA 9,52 13,7 1,56 11,4 16,3 4 000
18 16 52 32,5 8 0,8 27,6 M 16x1,5 17 6 3 0,6 8 – – 0,166 KRV 35 PPA KRV 35 PPA 12,3 23,2 2,7 14,6 20,8 2 600
18 16 52 32,5 7,8 0,8 20 M 16x1,5 17 6 3 0,6 8 – – 0,164 NUKR 35 A NUKR 35 A 16,8 17,6 2 8,65 12,2 5 000
18 16 52 32,5 7,8 0,8 20 M 16x1,5 17 6 3 0,6 8 – – 0,164 PWKR 35.2RS PWKR 35.2RS 11,9 11,4 1,2 8,65 12,5 5 000

18 20 52 32,5 8 0,8 27,6 M 16x1,5 17 6 3 0,6 8 1 14 0,177 KRE 35 PPA KRE 35 PPA 9,52 13,7 1,56 11,4 16,3 4 000
18 20 52 29,5 7,8 3,8 27,6 M 16x1,5 17 6 3 0,6 8 1 12 0,177 NUKRE 35 A NUKRE 35 A 16,8 17,6 2 8,65 12,2 5 000
18 20 52 29,5 7,8 3,8 27,6 M 16x1,5 17 6 3 0,6 8 1 12 0,177 PWKRE 35.2RS PWKRE 35.2RS 11,9 11,4 1,2 8,65 12,5 5 000

40 20 18 58 36,5 8 0,8 31,5 M 18x1,5 19 6 3 1 8 – – 0,247 KR 40 B KR 40 B 10,5 14,6 1,73 12,5 18 3 400
20 18 58 36,5 8 0,8 31,5 M 18x1,5 19 6 3 1 8 – – 0,239 KR 40 PPA KR 40 PPA 10,5 14,6 1,73 12,5 18 3 400
20 18 58 36,5 8 0,8 31,5 M 18x1,5 19 6 3 1 8 – – 0,247 KRV 40 PPA KRV 40 PPA 14,2 26,5 3,1 17 24,5 2 200
20 18 58 36,5 8 0,8 22 M 18x1,5 19 6 3 1 8 – – 0,242 NUKR 40 A NUKR 40 A 19 22 2,5 14 20 4 500
20 18 58 36,5 8 0,8 22 M 18x1,5 19 6 3 1 8 – – 0,242 PWKR 40.2RS PWKR 40.2RS 13,8 14,3 1,5 13,7 19,6 4 500

20 22 58 36,5 8 0,8 31,5 M 18x1,5 19 6 3 1 8 1 16 0,255 KRE 40 PPA KRE 40 PPA 10,5 14,6 1,73 12,5 18 3 400
20 22 58 33,5 8 3,8 30 M 18x1,5 19 6 3 1 8 1 14 0,258 NUKRE 40 A NUKRE 40 A 19 22 2,5 14 20 4 500
20 22 58 33,5 8 3,8 30 M 18x1,5 19 6 3 1 8 1 14 0,258 PWKRE 40.2RS PWKRE 40.2RS 13,8 14,3 1,5 13,7 19,6 4 500

47 24 20 66 40,5 9 0,8 36,5 M 20x1,5 21 6 4 1 10 – – 0,381 KR 47 PPA KR 47 PPA 14,7 24,5 2,9 23,6 33,5 3 000
24 20 66 40,5 9 0,8 36,5 M 20x1,5 21 6 4 1 10 – – 0,39 KRV 47 PPA KRV 47 PPA 19,4 41,5 5 30,5 43 1 900
24 20 66 40,5 9 0,8 27 M 20x1,5 21 6 4 1 10 – – 0,38 NUKR 47 A NUKR 47 A 28,6 33,5 3,9 17,6 25 3 800
24 20 66 40,5 9 0,8 27 M 20x1,5 21 6 4 1 10 – – 0,38 PWKR 47.2RS PWKR 47.2RS 22,9 24,5 2,8 18,3 26 3 800

24 24 66 40,5 9 0,8 36,5 M 20x1,5 21 6 4 1 10 1 18 0,4 KRE 47 PPA KRE 47 PPA 14,7 24,5 2,9 23,6 33,5 3 000
24 24 66 40,5 9 0,8 27 M 20x1,5 21 6 4 1 10 1 18 0,4 NUKRE 47 A NUKRE 47 A 28,6 33,5 3,9 17,6 25 3 800
24 24 66 40,5 9 0,8 27 M 20x1,5 21 6 4 1 10 1 18 0,4 PWKRE 47.2RS PWKRE 47.2RS 22,9 24,5 2,8 18,3 26 3 800

52 24 20 66 40,5 9 0,8 36,5 M 20x1,5 21 6 4 1 10 – – 0,454 KR 52 PPA KR 52 PPA 15,7 27 3,2 36 51 3 000
24 20 66 40,5 9 0,8 36,5 M 20x1,5 21 6 4 1 10 – – 0,463 KRV 52 PPA KRV 52 PPA 20,9 46,5 5,6 45 64 1 900
24 20 66 67,5 9 0,8 31 M 20x1,5 25 6 4 1 10 – – 0,45 NUKR 52 A NUKR 52 A 29,7 36 4,25 18 25,5 3 200
24 20 66 40,5 9 0,8 31 M 20x1,5 25 6 4 1 10 – – 0,45 PWKR 52.2RS PWKR 52.2RS 23,8 26,5 3,05 18,6 26,5 3 200

14.6

  
Dimensions Mass Designation Designation Basic load ratings Fatigue load limit Maximum radial loads Limiting speed

dynamic static dynamic static

D C d B B1 B2 C1 d1 G G1 M M1 r1, 2 SW c B3 C C0 Pu Fr F0r
min.

mm                kg – – kN  kN kN  r/min

d1

d
c

B3

B3

d d1

c

NUKR .. A
(NUKRE .. A have an 
eccentric collar) 

KRE .. PPA

PWKRE …2RS
(PWKR ...2RS have  
no collar)
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24 24 66 40,5 9 0,8 36,5 M 20x1,5 21 6 4 1 10 1 18 0,473 KRE 52 PPA KRE 52 PPA 15,7 27 3,2 36 51 3 000
24 24 66 40,5 9 0,8 31 M 20x1,5 25 6 4 1 10 1 18 0,47 NUKRE 52 A NUKRE 52 A 29,7 36 4,25 18 25,5 3 200
24 24 66 40,5 9 0,8 31 M 20x1,5 25 6 4 1 10 1 18 0,47 PWKRE 52.2RS PWKRE 52.2RS 23,8 26,5 3,05 18,6 26,5 3 200

62 28 24 80 49,5 11 1,3 38 M 24x1,5 25 8 4 1 14 – – 0,795 NUKR 62 A NUKR 62 A 41,3 48 5,85 25 36 2 600
28 24 80 49,5 11 1,3 38 M 24x1,5 25 8 4 1 14 – – 0,795 PWKR 62.2RS PWKR 62.2RS 31,9 32,5 4,05 20,4 29 2 600
28 28 80 49,5 11 1,3 38 M 24x1,5 25 8 4 1 14 1 22 0,824 NUKRE 62 A NUKRE 62 A 41,3 48 5,85 25 36 2 600
28 28 80 49,5 11 1,3 38 M 24x1,5 25 8 4 1 14 1 22 0,824 PWKRE 62.2RS PWKRE 62.2RS 31,9 32,5 4,05 20,4 29 2 600

29 24 80 49,5 11 0,8 44 M 24x1,5 25 8 4 1 14 – – 0,77 KR 62 PPA KR 62 PPA 24,6 44 5,5 58,5 85 2 400
29 24 80 49,5 11 0,8 44 M 24x1,5 25 8 4 1 14 – – 0,787 KRV 62 PPA KRV 62 PPA 31,4 72 9 72 102 1 700
29 28 80 49,5 11 0,8 44 M 24x1,5 25 8 4 1 14 1 22 0,798 KRE 62 PPA KRE 62 PPA 24,6 44 5,5 58,5 85 2 400

72 28 24 80 49,5 11 1,3 44 M 24x1,5 25 8 4 1,1 14 – – 1,02 NUKR 72 A NUKR 72 A 45,7 58,5 7,1 34,5 50 2 000
28 24 80 49,5 11 1,3 44 M 24x1,5 25 8 4 1,1 14 – – 1,02 PWKR 72.2RS PWKR 72.2RS 39,6 45 5,6 47,5 68 2 600
28 28 80 49,5 11 1,3 44 M 24x1,5 25 8 4 1,1 14 1 22 1,05 NUKRE 72 A NUKRE 72 A 45,7 58,5 7,1 34,5 50 2 000
28 28 80 49,5 11 1,3 44 M 24x1,5 25 8 4 1,1 14 1 22 1,05 PWKRE 72.2RS PWKRE 72.2RS 39,6 45 5,6 47,5 68 2 600

29 24 80 49,5 11 0,8 44 M 24x1,5 25 8 4 1,1 14 – – 1,01 KR 72 PPA KR 72 PPA 26 48 6 100 143 2 400
29 24 80 49,5 11 0,8 44 M 24x1,5 25 8 4 1,1 14 – – 1,027 KRV 72 PPA KRV 72 PPA 33 80 9,8 118 170 1 700
29 28 80 49,5 11 0,8 44 M 24x1,5 25 8 4 1,1 14 1 22 1,038 KRE 72 PPA KRE 72 PPA 26 48 6 100 143 2 400

80 35 30 100 63 15 1 53 M 30x1,5 32 8 4 1,1 14 – – 1,608 KR 80 PPA KR 80 PPA 36,9 72 9 106 150 1 800
35 30 100 63 15 1 53 M 30x1,5 32 8 4 1,1 14 – – 1,636 KRV 80 PPA KRV 80 PPA 45,7 114 14 122 176 1 400
35 30 100 63 15 1 47 M 30x1,5 32 8 4 1,1 14 – – 1,6 NUKR 80 A NUKR 80 A 69,3 86,5 10,8 48 69,5 1 900
35 30 100 63 15 1 47 M 30x1,5 32 8 4 1,1 14 – – 1,6 PWKR 80.2RS PWKR 80.2RS 57,2 73,5 9,3 64 91,5 2 000

35 35 100 63 15 1 53 M 30x1,5 32 8 4 1,1 14 1,5 29 1,665 KRE 80 PPA KRE 80 PPA 36,9 72 9 106 150 1 800
35 35 100 63 15 1 47 M 30x1,5 32 8 4 1,1 14 1,5 29 1,67 NUKRE 80 A NUKRE 80 A 69,3 86,5 10,8 48 69,5 1 900
35 35 100 63 15 1 47 M 30x1,5 32 8 4 1,1 14 1,5 29 1,67 PWKRE 80.2RS PWKRE 80.2RS 57,2 73,5 9,3 64 91,5 2 000

52
cont.

14.6	 Cam followers
D	 52 – 80 mm

  
Dimensions Mass Designation Designation Basic load ratings Fatigue load limit Maximum radial loads Limiting speed

dynamic static dynamic static

D C d B B1 B2 C1 d1 G G1 M M1 r1, 2 SW c B3 C C0 Pu Fr F0r
min.

mm                kg – – kN  kN kN  r/min

D

B

M1

B2 G1

B1

GM

C1C

d
d1

SW SW

r1

r2

KR .. PPA

KRV .. PPA
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24 24 66 40,5 9 0,8 36,5 M 20x1,5 21 6 4 1 10 1 18 0,473 KRE 52 PPA KRE 52 PPA 15,7 27 3,2 36 51 3 000
24 24 66 40,5 9 0,8 31 M 20x1,5 25 6 4 1 10 1 18 0,47 NUKRE 52 A NUKRE 52 A 29,7 36 4,25 18 25,5 3 200
24 24 66 40,5 9 0,8 31 M 20x1,5 25 6 4 1 10 1 18 0,47 PWKRE 52.2RS PWKRE 52.2RS 23,8 26,5 3,05 18,6 26,5 3 200

62 28 24 80 49,5 11 1,3 38 M 24x1,5 25 8 4 1 14 – – 0,795 NUKR 62 A NUKR 62 A 41,3 48 5,85 25 36 2 600
28 24 80 49,5 11 1,3 38 M 24x1,5 25 8 4 1 14 – – 0,795 PWKR 62.2RS PWKR 62.2RS 31,9 32,5 4,05 20,4 29 2 600
28 28 80 49,5 11 1,3 38 M 24x1,5 25 8 4 1 14 1 22 0,824 NUKRE 62 A NUKRE 62 A 41,3 48 5,85 25 36 2 600
28 28 80 49,5 11 1,3 38 M 24x1,5 25 8 4 1 14 1 22 0,824 PWKRE 62.2RS PWKRE 62.2RS 31,9 32,5 4,05 20,4 29 2 600

29 24 80 49,5 11 0,8 44 M 24x1,5 25 8 4 1 14 – – 0,77 KR 62 PPA KR 62 PPA 24,6 44 5,5 58,5 85 2 400
29 24 80 49,5 11 0,8 44 M 24x1,5 25 8 4 1 14 – – 0,787 KRV 62 PPA KRV 62 PPA 31,4 72 9 72 102 1 700
29 28 80 49,5 11 0,8 44 M 24x1,5 25 8 4 1 14 1 22 0,798 KRE 62 PPA KRE 62 PPA 24,6 44 5,5 58,5 85 2 400

72 28 24 80 49,5 11 1,3 44 M 24x1,5 25 8 4 1,1 14 – – 1,02 NUKR 72 A NUKR 72 A 45,7 58,5 7,1 34,5 50 2 000
28 24 80 49,5 11 1,3 44 M 24x1,5 25 8 4 1,1 14 – – 1,02 PWKR 72.2RS PWKR 72.2RS 39,6 45 5,6 47,5 68 2 600
28 28 80 49,5 11 1,3 44 M 24x1,5 25 8 4 1,1 14 1 22 1,05 NUKRE 72 A NUKRE 72 A 45,7 58,5 7,1 34,5 50 2 000
28 28 80 49,5 11 1,3 44 M 24x1,5 25 8 4 1,1 14 1 22 1,05 PWKRE 72.2RS PWKRE 72.2RS 39,6 45 5,6 47,5 68 2 600

29 24 80 49,5 11 0,8 44 M 24x1,5 25 8 4 1,1 14 – – 1,01 KR 72 PPA KR 72 PPA 26 48 6 100 143 2 400
29 24 80 49,5 11 0,8 44 M 24x1,5 25 8 4 1,1 14 – – 1,027 KRV 72 PPA KRV 72 PPA 33 80 9,8 118 170 1 700
29 28 80 49,5 11 0,8 44 M 24x1,5 25 8 4 1,1 14 1 22 1,038 KRE 72 PPA KRE 72 PPA 26 48 6 100 143 2 400

80 35 30 100 63 15 1 53 M 30x1,5 32 8 4 1,1 14 – – 1,608 KR 80 PPA KR 80 PPA 36,9 72 9 106 150 1 800
35 30 100 63 15 1 53 M 30x1,5 32 8 4 1,1 14 – – 1,636 KRV 80 PPA KRV 80 PPA 45,7 114 14 122 176 1 400
35 30 100 63 15 1 47 M 30x1,5 32 8 4 1,1 14 – – 1,6 NUKR 80 A NUKR 80 A 69,3 86,5 10,8 48 69,5 1 900
35 30 100 63 15 1 47 M 30x1,5 32 8 4 1,1 14 – – 1,6 PWKR 80.2RS PWKR 80.2RS 57,2 73,5 9,3 64 91,5 2 000

35 35 100 63 15 1 53 M 30x1,5 32 8 4 1,1 14 1,5 29 1,665 KRE 80 PPA KRE 80 PPA 36,9 72 9 106 150 1 800
35 35 100 63 15 1 47 M 30x1,5 32 8 4 1,1 14 1,5 29 1,67 NUKRE 80 A NUKRE 80 A 69,3 86,5 10,8 48 69,5 1 900
35 35 100 63 15 1 47 M 30x1,5 32 8 4 1,1 14 1,5 29 1,67 PWKRE 80.2RS PWKRE 80.2RS 57,2 73,5 9,3 64 91,5 2 000

14.6

  
Dimensions Mass Designation Designation Basic load ratings Fatigue load limit Maximum radial loads Limiting speed

dynamic static dynamic static

D C d B B1 B2 C1 d1 G G1 M M1 r1, 2 SW c B3 C C0 Pu Fr F0r
min.

mm                kg – – kN  kN kN  r/min

d1

d
c

B3

B3

d d1

c

NUKR .. A
(NUKRE .. A have an 
eccentric collar)

KRE .. PPA

PWKRE …2RS
(PWKR ...2RS have  
no collar)
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90 35 30 100 63 15 1 53 M 30x1,5 32 8 4 1,1 14 – – 1,975 KR 90 PPA KR 90 PPA 38 76,5 9,5 160 228 1 800
35 30 100 63 15 1 53 M 30x1,5 32 8 4 1,1 14 – – 2,003 KRV 90 PPA KRV 90 PPA 47,3 122 15 183 260 1 400
35 30 100 63 15 1 47 M 30x1,5 32 8 4 1,1 14 – – 1,96 NUKR 90 A NUKR 90 A 78,1 102 12,7 86,5 125 1 900
35 30 100 63 15 1 47 M 30x1,5 32 8 4 1,1 14 – – 1,96 PWKR 90.2RS PWKR 90.2RS 62,7 85 10,8 108 153 2 000

35 35 100 63 15 1 53 M 30x1,5 32 8 4 1,1 14 1,5 29 2,032 KRE 90 PPA KRE 90 PPA 38 76,5 9,5 160 228 1 800
35 35 100 63 15 1 47 M 30x1,5 32 8 4 1,1 14 1,5 29 2,02 NUKRE 90 A NUKRE 90 A 78,1 102 12,7 86,5 125 1 900
35 35 100 63 15 1 47 M 30x1,5 32 8 4 1,1 14 1,5 29 2,02 PWKRE 90.2RS PWKRE 90.2RS 62,7 85 10,8 108 153 2 000

14.6	 Cam followers
D	 90 mm

  
Dimensions Mass Designation Designation Basic load ratings Fatigue load limit Maximum radial loads Limiting speed

dynamic static dynamic static

D C d B B1 B2 C1 d1 G G1 M M1 r1, 2 SW c B3 C C0 Pu Fr F0r
min.

mm                kg – – kN  kN kN  r/min

D

B

M1

B2 G1

B1

GM

C1C

d
d1

SW SW

r1

r2

KR .. PPA

KRV .. PPA
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90 35 30 100 63 15 1 53 M 30x1,5 32 8 4 1,1 14 – – 1,975 KR 90 PPA KR 90 PPA 38 76,5 9,5 160 228 1 800
35 30 100 63 15 1 53 M 30x1,5 32 8 4 1,1 14 – – 2,003 KRV 90 PPA KRV 90 PPA 47,3 122 15 183 260 1 400
35 30 100 63 15 1 47 M 30x1,5 32 8 4 1,1 14 – – 1,96 NUKR 90 A NUKR 90 A 78,1 102 12,7 86,5 125 1 900
35 30 100 63 15 1 47 M 30x1,5 32 8 4 1,1 14 – – 1,96 PWKR 90.2RS PWKR 90.2RS 62,7 85 10,8 108 153 2 000

35 35 100 63 15 1 53 M 30x1,5 32 8 4 1,1 14 1,5 29 2,032 KRE 90 PPA KRE 90 PPA 38 76,5 9,5 160 228 1 800
35 35 100 63 15 1 47 M 30x1,5 32 8 4 1,1 14 1,5 29 2,02 NUKRE 90 A NUKRE 90 A 78,1 102 12,7 86,5 125 1 900
35 35 100 63 15 1 47 M 30x1,5 32 8 4 1,1 14 1,5 29 2,02 PWKRE 90.2RS PWKRE 90.2RS 62,7 85 10,8 108 153 2 000

14.6

  
Dimensions Mass Designation Designation Basic load ratings Fatigue load limit Maximum radial loads Limiting speed

dynamic static dynamic static

D C d B B1 B2 C1 d1 G G1 M M1 r1, 2 SW c B3 C C0 Pu Fr F0r
min.

mm                kg – – kN  kN kN  r/min

d1

d
c

B3

B3

d d1

c

NUKR .. A
(NUKRE .. A have an 
eccentric collar)

KRE .. PPA

PWKRE …2RS
(PWKR ...2RS have no 
collar)
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